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Arecont 180 degree (AV8185) cameras have 4 imagers, yet only 1 IP address. The camera outputs 4 in
dependent streams- one stream per imager. This creates a question: “How to add an Arecont 180 degree
camera to a HikVision NVR?” Here are two ways for adding: Web Browser and Local Menu.

Web Browser

From the configurations go to the “Camera Management” (Figure 1)

VISION DS-9632NI-RT

Live View Playback Log Configuration
Configuration Basic Information
» Local Configuration Device Name Embedded Net DVR
=~ » Remote Configuration
i 255
Iz » Device Parameters Beveatiy =i
» Device Information Model DS-9632NI-RT
» Time Settings
! g Serial No. DS-9632NI-RT1620130118BBRR416048764WCVU
» Advanced
» Menu Output Firmware Version V3.0.2 build 140126
- » Camera Seftings Encoding Version V1.0 build 130909
- » Network Settings
& » Serial Port Settings Number of Channels 10
- » Alarm Settings Number of HDDs 3
» Exception
P Number of Alarm Input 19
» User Management
- » HDD Management Number of Alarm Qutput |7
» lMaintenance
R—
| ® » CameraManagement | Save
Figure 1

This will populate the list of the cameras currently connected to the NVR -Online or Offline (Figure 2).

Live View Playback Log Configuration
Configuration IP Camera
[ o Comgaiaton Add Mogify Delete QuickAdd | Custom Protocol
= » Remote Configuration
=i~ » Device Parameters Channel No. IP Camera Address Channel No. Management Port Status Protocol Connect
» Device Information D01 6 1 8000 Online HIKVISION | Connecting to IPC
» Time Settings D02 1 Online Connecting to IPC
S D03 1 Online Connecting to IPC
e D04 1 Offline(User password error.) Connecting to IPC
» Menu Output D05 10.9.6221 1 Online Connecting to IPC
#-» Camera Settings D06 10.9.6.217 1 Online Connecting to IPC
- » Network Settings D07 1 Offline(User password error.) Connecting to IPC
e D08 1 Online Connecting to IPC
=FSenal Fort Selinos: D09 1 Online Connecting to IPC
> Alarm Settings D10 1 Offline(Network Abnormal) HIKVISION | Connectingto IPC
» Exception

» User Management
#-» HDD Management
» Maintenance
=) » Camera Management
» IP Camera
» Channel Zero

Figure 2

-1-
Hikvision USA, Inc.
908 Canada Court, Industry, CA 91748
Phone: 909-895-0400 Fax: 909-595-0788
Email: techsupport@hikvisionusa.com Website: http://www.hikvision.com




HIKVISION TECHNICAL BULLETIN

Title: Adding Arecont 180 degree camera (AV8185DN)

Date: 04/21/2014 | Version: | 1.0 | Pages |13
Product: 9600 Series and 9016 Series NVRs

Action Required: Information only

Now, we are going to manually add the Arecont camera. Press “ADD” (Figure 3). After pressing “ADD”, enter
the camera’s information into the respective fields (Figures 4 and 5).

VISION DS-9632NI-RT

Live View Playback Log Configuration
Configuration IP Camera
» i =
i EocalComguration Add Modify Delete Quick Add Custom Protocol
=~ » Remote Configuration
=i~ » Device Parameters ChannelNo.  IP CameraAddress ~ ChannelNo.  Management Port Status Protocol Connect
» Device Information D01 10.9.6.231 1 8000 Online HIKVISION Connecting to IPC
» Time Settings D02 10.9.6.229 1 8000 Online HIKVISION | Connecting to IPC
o bk d D03 10.9.6.225 1 8000 Online HIKVISION | Connectingto IPC
Ance) D04 10.9.6.223 1 8000 Offline(User password error.) HIKVISION Connecting to IPC
» Menu Output D05 10.9.6.221 1 8000 Online HIKVISION Connecting to IPC
#- » Camera Settings D06 10.9.6.217 1 8000 Online Connecting to IPC
- b Network Settings D07 10.102.103.233 1 8000 Offline(User password error.) Connecting to IPC
& » Serial Port Setti D08 10.9.6.44 1 8000 Online Connecting to IPC
Hakoele s Ol Seinus D09 10.0.6.45 1 8000 Online Connecting to IPC
[ p Alarm Settings D10 10.9.6.215 1 3000 Offline(Network Abnormal) HIKVISION | Connecting to IPC
» Exception
» User Management
#- » HDD Management
» Maintenance
=~ » Camera Management
» IP Camera
» Channel Zero
Figure 3

VISION DS-9632NI-RT

Live View

Playback Configuration

Configuration IP Camera

» Local Configuration IP Camera Address
(= » Remote Configuration
[z~ » Device Parameters
» Device Information Management Port 8000
» Time Settings
» Advanced
» Menu Output Password
» Camera Settings Confirm
» Network Settings
+-» Serial Port Settings
- » Alarm Settings oK Back
» Exception
» User Management
+-» HDD Management
» Maintenance
=~ » Camera Management
» IP Camera

Protocol HIKVISION v

User Name admin

F} o )

» Channel Zero

Figure 4

-2
Hikvision USA, Inc.
908 Canada Court, Industry, CA 91748
Phone: 909-895-0400 Fax: 909-595-0788
Email: techsupport@hikvisionusa.com Website: http://www.hikvision.com




HIKVISION

TECHNICAL BULLETIN

Title: Adding Arecont 180 degree camera (AV8185DN)

Date: 04/21/2014 | Version: | 1.0 | Pages |13
Product: 9600 Series and 9016 Series NVRs

Action Required: Information only

VISION DS-9632NI-RT

Live View Playback Log Configuration

Configuration IP Camera

» Local Configuration

= » Remote Configuration
=~ » Device Parameters

» Device Information Management Port 80

» Time Settings

» Advanced

» Menu Output Password
[+ p Camera Settings
[+ » Network Settings
[+ » Serial Port Settings

IP Camera Address 10.9.6.100

Protocol ARECONT v

User Name admin

Confirm e

- p Alarm Settings oK Back
» Exception
» User Management
i+ » HDD Management
» Maintenance
I-» Camera Management
» IP Camera
» Channel Zero

Figure 5

After adding the camera to the NVR, The camera will appear in the attached camera list (Figure 6).

VISION DS-9632NI-RT

Live View Playback Log Configuration
Configuration IP Camera
feiocaconligannn Add Modify Delete Quick Add Custom Protocol
(=~ » Remote Configuration
=1~ » Device Parameters Channel No. IP Camera Address Channel No. Management Port Status Protocol

Connect

» Device Information D01 1 8000 Online HIKVISION | Connecting to IPC
» Time Settings D02 1 8000 Online Connecting to IPC
A d D03 1 8000 Online Connecting to IPC
AIEE D04 1 8000 Offline(User password error.) Connecting to IPC
» Ienu Output D05 1 8000 Online Connecting to IPC
» Camera Settings D06 1 8000 Online Connecting to IPC
» Network Settings D07 1 3000 Offline(User passward error.) Connecting to IPC
Serial Port Setti D08 1 8000 Online Connecting to IPC
riSerakEolt Selings D09 1 8000 Online Connecting to IPC
» Alarm Settings D10 1007015 1 2000 Qflinadilobuorc sonorasl Con i
» Exception I D11 10.9.6.100 1 80 Online ARECONT | Connecting to IPC I
» User Management
» HDD Management
» Maintenance
» Camera Management
» IP Camera
» Channel Zero
Figure 6
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We need to repeat these steps for the second, third and fourth streams (Figure 6)

VISION DS-9632NI-RT

Live View Playback Log Configuration
Configuration IP Camera
. E Lo eonnnatcn Add Modify Delete Quick Add Custom Protocol
=i » Remote Configuration
[z » Device Parameters Channel No. IP Camera Address ~ Channel No.  Management Port Status Protocol Connect
» Device Information D01 10.9.6.231 1 8000 Online Connecting to IPC
» Time Settings D02 10.9.6.229 1 8000 OnI!ne Ccnned!ng- to IPC
i d D03 10.9.6.225 1 8000 Online Connecting to IPC
ance D04 10.9.6.223 1 8000 Offline(User password error.) Connecting to IPC
» Menu Output Dos 10.9.6.221 1 8000 Online Connecting to IPC
- » Camera Settings D06 10.9.6.217 1 8000 Online Connecting to IPC
[#- » Network Settings D07 10.102.103.233 1 8000 Offline(User password error.) Connecting to IPC
- » Serial Port Seti D08 10.9.6.44 1 8000 Online Connecting to IPC
e e D09 10.9.6.45 1 8000 Online Connecting to IPC
[+ » Alarm Settings D10 10.9.6.215 1 8000 Offline(Network Abnormal) /ISION | Connecting to IPC
» Exception D11 10.9.6.100 1 80 Online ARECONT | Connecting to IPC
b tiser Wargerati 1086100 | 1 | 80 | Onine | ARECONT [CSTYETETOILS

[+ » HDD Management
» Maintenance
(= » Camera Management
» IP Camera
» Channel Zero

Figure (6)

After adding each stream, we need to manually change the stream number. For this, click on the second
stream and press “MODIFY” (Figure 7).

VISION DS-9632NI-RT

Live View Playback Log Configuration
Configuration IP Camera
i I LG Add Modify Delete Quick Add Custom Protocol
=i~ » Remote Configuration
= » Device Parameters Channel No. IP Camera Address ~ ChannelNo.  Management Port Status Protocol Connect
» Device Information D01 10.9.6.231 1 8000 Online / Connecting to IPC
» Time Settings D02 10.9.6.229 1 8000 Online Connecting to IPC
> d D03 10.9.6.225 1 8000 Online Connecting to IPC
ance D04 1 8000 Offline(User password error.) Connecting to IPC
» Menu Output D05 : 1 8000 Online Connecting to IPC
+-» Camera Settings D06 10.9.6.217 1 8000 Cnline Connecting to IPC
- » Network Seftings D07 10.102.103.233 1 8000 Offline(User password error.) Connecting to IPC
4 » Serial Port Sett D08 10.9.6.44 1 8000 Online Connecting to IPC
ST O D09 9.6.45 1 8000 Online Connecting to IPC
#-» Alarm Settings D10 1 8000 Offline(Network Abnormal) Connecting to IPC
» Exception D11 10.9.6.1 1 80 Online ARECONT Connecting to IPC
¥ s o Meragemer 1096100 | 1 | 80 | Onine | ARECONT [NCSTYETIINES

+-» HDD Management
» Maintenance
=)~ » Camera Management
» IP Camera
» Channel Zero

Figure 7
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When entering the modification screen, we need to change the “CHANNEL NUMBER”, which represents the
STREAM NUMBER (Figure 8, 9 and 10).

VISION DS-9632NI-RT

Live View Playback Configuration
Configuration IP Camera
Bl E IP Camera Address 10.9.6.100
= » Remote Configuration
iz » Device Parameters RERE AREGONT: M
» Device Information Management Port 80
» Time Settings Chanmel o, 1
» Advanced
» Menu Output User Name admin
i+ » Camera Seftings Password e
i+ » Network Settings
i+ » Serial Port Settings SRl e
- p Alarm Settings
» Exception
» User Management 2K Badg
i+ » HDD Management
» Maintenance
=~ » Camera Management
» IP Camera
» Channel Zero
Figure 8

VISION DS-9632NI-RT

Live View Playback Configuration

Configuration IP Camera

» Local Configuration IP Camera Address 10.9.6.100
= » Remote Configuration

iz » Device Parameters
» Device Information Management Port 80
» Time Settings
» Advanced
» Menu Output User Name admin

Protocol ARECONT v

IChanneI No. 2 I

+-» Camera Settings
i+ » Network Settings
+-» Serial Port Settings
» Alarm Settings
» Exception
» User Management
- » HDD Management
» Maintenance
=~ » Camera Management
» IP Camera
» Channel Zero

Password = [eeeee

Confirm e

&)

oK Back

Figure 9
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VISION DS-9632NI-RT

Live View

Playback Configuration

Configuration IP Camera

» Local Configuration IP Camera Address 10.9.6.100
I=-» Remote Configuration

=~ » Device Parameters
» Device Information Management Port 80
» Time Settings
» Advanced
» Menu Output User Name admin

Protocol ARECONT v

Channel No. 2

i+ p Camera Settings

i+ p Network Settings

i+ p Serial Port Settings

i+ p Alarm Settings

» Exception

» User Management

» HDD Management

» Maintenance

i=~» Camera Management
» IP Camera

Password

Confirm esnee

OK Back

o+

» Channel Zero

Figure 10

After These steps, the attached camera list will look like this (Figure 11).

VISION DS-9632NI-RT

Live View Playback Log Configuration
Configuration IP Camera
ASERESEIBEE Add Modify Delete Quick Add Custom Protocol
=i~ » Remote Configuration
= » Device Parameters Channel No. IP Camera Address Channel No. Management Port Status Protocol Connect
» Device Information D01 10.9.6.231 1 8000 Online HIKVISION | Connecting to IPC
» Time Settings D02 10.9.6.229 1 8000 Online <\ Connecting to IPC
> Advanced D03 10.9.6.225 1 8000 Online Connecting to IPC
D04 10.9.6.223 1 8000 Offline(User password error.) Connecting to IPC
» Menu Output D05 10.9.6.221 1 8000 Online Connecting to IPC
+ » Camera Settings D06 10.9.6.217 1 8000 Online HIKVISION | Connectingto IPC
- » Network Settings D07 10.102.103.233 1 8000 Offline(User password error.) HIKVISION Connecting to IPC
- » Serial Port Seftings D08 10.9.6.44 1 8000 Online HIKVISION Connecting to IPC
B D09 10.9.6.45 1 8000 Online HIKVISION Connecting to IPC
& » Alarm Settings [atTiY 10080417 1 2000 Qfigedlobyarc Annornaly Huoisianl  Connedtinada IO
» Exception D11 10.9.6.100 1 80 Online ARECONT | Connectingto IPC
» User Management D12 10.9.6.100 2 80 Online ARECONT | Connecting to IPC

+» HDD Management
» Maintenance
= » Camera Management
» IP Camera
» Channel Zero

Figure 11
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Repeat these steps for streams 3 and 4. Sometimes Arecont does not correspond the stream number with
the image number (Figure 12).

/50 Arecomt Vision

Imager 1 | Stream 3

Imager 4 | Stream 3

Imager 2 | Stream 1 Imager 3 | Stream 4

Figure 12 (This layout is just an example. Results may vary)
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Local Menu
From the configurations go to the “Cameras Setup” (Figure 1)
v A

Main Menu

Playback

File Management

Recording Configuration

System Configuration

Maintenance

System Information

2 Useradmin

Figure 1

Now, we are going to manually add the Arecont camera. Press “Customer Adding” (Figure 2). After that,

enter the camera’s information into the respective fields (Figures 3). You will see the information and click
them all (Figure 4).
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IP Camera ImposUExporl

TETom ARG
?

Figure 2

IP Camera ImporVExporl

172.6.19.121 DS 2CD2... HKVISION 8000
|
> |f

172108120 ?

RECONT &
&0
adimin

rdd

Figure 3
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Figure 4

After adding the cameras to the NVR, The cameras will appear in the attached camera list (Figure 5).

IP Camera ImpotUVExporl

172.109.120 IPCamera 02 ARECONT AV8185DN 80
172.10.9.120 IPCumots 03 ARECONT AVS8185DN 80
172109120 IPCamera 04 ARCCONT AVB185DN 80
12109 120 IPCamera 05 ARECONT AVB185DN 80

1/26 19 18 - HIKVISION WPC6131 s000 45726 /19516

172619121 HIKVISION DS.2C02332.1 8000 A1293 17486

Figure 5

Then you will see the images in the Main View (Figure 6).
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Figure 6
At the end, you can check the order of NVR and IPC.

The order of IPC channel is as follows. You can find that the order that Hikvison NVR get and the IPC’s
matches very well.

Arecont ViSion Hish resolution network camera

c AV8185
Network  System  Motion_detector Privacy_mask

Ve

Channel 1
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Arecont ViSion High resolution network camera

: ( c Came AV8185
Settings  Resolution  Network  System  Motion_detector Privacy_mask Alisnment

o .

Channel 2
Arecont "iSion High resolution network camera

rroundV R ) amera AV3185
Settings  Resolution  Network  System Motion_detector

{ Crornc

Channel 3
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ont ViSion High resolution network camera

{Video® 8 Ja Pixel Panora AV8185
HNetwork

Channel 4
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