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About this Manual

ThisManual is applicable tbletwork Positioning System

The Manual includsinstrudions for using and managing the produBictures, charts,
images and all other informatiomereinafter arefor description and explanatioanly.
The information contained in the Manual is subject to change, without notice, due to
firmware updates or othereasons. Please find the latest version in the company
website fittp://overseas.hikvision.com/er/

Please use this user manual under the guidance of professionals.
Trademarls Acknowledgement

HIKVISION and otherHikvisiors trademarks and logos atlee propertiesof Hikvision
in various jurisdictiongOther trademarks and logos mentioned below are the properties
of their respectiveowners

Legal Disclaimer
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ABNORMAL OPERATION, PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FF
CYBER ATTACK, HACKER AMIROBNSPECTION, OR OTHER INTERNET SECURITY
RISKS; HOWEVER, HIKVISION WILL PRMAEDE TECHNICAL SUPPORT IF REQUIRED.
SURVEILLANCE LAWS VARY BY JURISIRCEKSE CHECK ALL RELEVANT LAWS IN
YOUR JURISDICTION BEFORE USING THIS PRODUCT IN ORDER TO ENSURE THAT
USE CONFORMS THE APPLICABLE LAW. HIKVISION SHALL NOT BE EMB\LE IN THE
THAT THIS PRODUCT IS USED WITH ILLEGITIMATE PURPOSES.

IN THE EVENT OF ANY CONFLICTS BETWEEN THIS MANKEAPRNIABLE LAW,
THE LATER PREVAILS
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Regulatory Information
FCC Information

Please take attentin that changes or modification not expressly approved by the party
responsi ble for compliance could void th

FCC compliancé&his equipment has been tested and found to comply with the limits
for a Class A digitdevice, pursuant to part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference when the
equipment is operated in a commercial environment. This equipment generates, uses,
and can radiate radio frequiey energy and, if not installed and used in accordance with
the instruction manual, may cause harmful interference to radio communications.
Operation of this equipment in a residential area is likely to cause harmful interference
in which case the user vbe required to correct the interference at his own expense.
FCC Conditions
This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions:
1. This device may not cause harmful interference.
2. This device mustcaept any interference received, including interference that may
cause undesired operation
EU Conformity Statement
This product andif applicable- the supplied accessories too are marked
c with "CE" and comply therefore with the applicable harmonizedfgean
standards listed under the Low Voltage DirecR@d535EU the EMC
Directive 2014/30/EU, the RoHS Directive 201165EU.
201219 EU(WEEE directive): Products marked with this symbol cannot be
E disposed of as unsorted municipal waste in the Européaion. For proper
recycling, return this product to your local supplier upon the purchase of
mmm  equivalent new equipment, or dispose of it at designated collection points.
For more information see: www.recyclethis.info.
200666/EC (battery directive): Thisoduct contains a battery that cannot
be disposed of as unsorted municipal waste in the European Union. See the
product documentation for specific battery information. The battery is
marked with this symbol, which may include lettering to indicate cadmium
(Cd), lead (Pb), or mercury (Hg). For proper recycling, return the battery to
your supplier or to a designated collection point. For more information see:
www.recyclethis.info
Industry Canada ICE®3 Compliane
This device meets the CAN I€EE8)/NMB-3(A) standards requirements
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Safety Instruction

These instructions are intended to ensure that user can use the product correctly to
avoid danger or property loss.

The preaution measure is divided ini&/arningsand Cautions
Warnings:Neglecting any of the warnings may cause serious injury or death
Cautions:Neglecting any of the cautions may cause injury or equipment damage

A A

WarningsFollow CautionsFolow these
these safeguards tg precautions to prevent
prevent serious potertial injury or
injury or death. material damage.

A Warnings

5

Adopt the power adapter which can meet the safety extra low voltage (SELV)
standard The power consumption cannot be less than the required value.

Do not connect severalevices to one power adapter as an adapter overload may
cause oveheating and can be a fire hazard.

When the product is installed on a wall or ceiling, tfevice should be firmly fixed.
To reduce the risk of fire or electrical shock, do not exghedandoor usedproduct

to rain or moisture.

This installation should be made by a qualified service person and should conform to
allthe local codes.

Install blackouts equipment into the power supply circuit for convengenply
interruption.

If the product @es not work properly, contact your dealer or the nearest service
center. Never attempt to disassemble tpeoductyourself. (We shall not assume
any responsibility for problems caused by unauthorized repamaintenance.)

A Cautions

5

If the network positoning systenfails to synchronize local time with that of the
network, you need to set upetwork positioning systertime manually. Visit the
network positioning systerfvia web browser or client software) and enter system
settings interface for time setigs.

Make sure the power supply voltage is correct before usingptiogluct

Do not drop theproductor subject it to physical shocko notinstallthe producton
vibratory surface or places.

Do not expose it tchighelectromagnetiaadiatiing environment

Donot aim the lens at the strong light such as sun or incandescent lamp. The strong
light can cause fatal damage to theoduct
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The sensor may be burned out by a laser beam, so when any laser equipment is
being used, make sure that the surface of teasor not be exposed to the laser
beam

For working temperature, refer to the specification manual for details.

To avoid heat accumulation, good ventilation is required for a proper operating
environment

While shipping, theproductshould be packed in iwriginal packing

Use the provided glove when open up theoductcover Do not touchthe product
coverwith fingersdirectly, because the acidic sweat of the fingers may erode the
surface coating of thproductcover.

Use a soft and dry cloth when clearside and outside surfaces of theoductcover
Donot use alkaline detergents.

Improperuse or replacement of the battery may result in hazard of explosiea.
the manufacturer recommended battery type.
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1 Overview

1.1 Introduction

The netvork positioning system has threseries:
DY5xx Series
DY 7xxx Series
DY%xx Series

1.1.1 Overview of DY5xx$SeriedNetwork Positioning System
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 —
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Figure 11 Dimensions oDY5«xx Seriedletwork Paitioning SysteniType )
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Figure 12 Bottom View oDY5xx Seriedletwork Paitioning Systen(Type 1)
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Figure 13 Dimensions oDY5«xx Seriedlobile Network Pgitioning Systen(Type II)

175
140

I
Lo ool 409

175
140

134

@ @ @ Unit: mm
Figure 14 Dimensions oShak-absorbing Pad fobY5«xx Seriedlobile Network
Pasitioning Systen(Type 1)

1.1.2 Overview of DY7xx$8eriedNetwork Positioning System
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Figure 15 Dimensions oDY %&xx SerietR Network Psitioning Systen(Type )
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Figure 16 Dimensions oDY %&xx SerietR Netwok Paitioning SysteniType ith
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Figure 17 Dimensions oDY %xxxSeriesNetwork Paitioning Systen(Type Il)
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1.1.3 Overview of DY9xx$eriedNetwork Positioning System
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Figure 110 Dimensions oDY%xxSeried_aser Network Fgitioning SysteniType IlI)
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Unit: mm

116.7

Unit:mm

Figure 112 Bottom View oDY%xx Seriedletwork Paitioning System

1.2 CableDescriptions

Cablesof network positioning system are shownRigure 113. The cables are
distinguisted by different colors. Refer to the labels attached on the cables for
identification

Notes:
Thecablesvarydepending ordifferent positioning systenmodels
Makesure thepositioning systenis poweroff before youconnect the cables.

11
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Power Cord

RS485 Cable

Alarm Cable

Audio Cable

video Gable | L[ [[]IE=

Network Cable

Figure 113 Cables

1.3 Alarm Irnput/Output

Networkpositioning systentan be connected witalarm input(Oto 5 VDC) anlarm
output as shown irFigure 114. The alarm provides the relay outp(rio voltage), and
the external power supply is required wherconnects to the alarm device.

JG3FG

Relay
(10A 250VAC)

T 220VAC

Sl

Diagram (left) Diagram (right)
Figure 114 AlarmOutput Connection
, ForDC power supply (left diagram), the input voltage must be no more 38arDC,
1A

. For AC power supplthe external relay must be used (right diagram) to prevent
damages to theositioning systenand avoid risk of electric shock.
Note:

Alarm input/output function varies depending on different positioning system models.

12
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2 Installation

Before you start:

Checkhe package contents armake sure that the device in the package is in good

condition and all the assembly parts are included.

Notes:
Do not powetthe positioning system upntil the installation is finished. To ensure
safetyof personnel and equipment]ighe installation steps should be done with
power supply off.
The positioning system is much heavier thlha normal cameraand it strongly
demandsfoloadb eari ng and stability of the up
install the system to the upHder directly.
If you need to install the positioning system to the bracket, refer to bottom view of
the positioning system as shownsectionl.1 Introductionto seled the bracket.
Theload-bearing and antshake capabilities must be fully taken into consideration.

2.1 Installing DY9xxx Network Positioning System

2.1.1InstallingDY9xxx Series Laser Network Positioning System (Type Il
and Type 1Y

Seps:

1. Fix thepositioningsysem.

1) Fix thepositioningsystem onto the bracket pedestal with the supplied M8*30
screws as shown iRigure 21 andFigure 22.

Figure 21 Fix the Positioimg System(Type I11)

13
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Figure 22 Fix the Positioning System (Type V)

Note:

The thickness of the pedestteelplate should be more than 5 mm.
2) Connect the corresponding cables

. Adjust thelaser

1) Observe the location of laser spot in the image. Adjust the zoom ratio of the lens
to a large value, the lassupplementanfighting system will adjust the light
according to the zoom ratio, and then you can see the laser spot on the live view
image.

If the spotlocationis the same as shown in figure A, you can skip the step of
adjusting the laser; if not, you need to adjust the laser.
A B C

s o o o o o

Figure 23 Laser Spot Location

Note:

You can zoom in/out to adjust the size of the laser splé 3pot location shown in
figure A is the optimum location.

2) For type Ill camerdposen the inner hexagon screwsth the wrench and open
the lid of housing.

14
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Inner Hexagon Screw

Inner Hexagon Screw

Figure 24 Open the Lid of Housin@ype I1I)

For type IV camerdposen the sawsof sunshieldand top coverTake down the
sunshield and top cover.

M4Cross %= — — <— Sunshield

M4 Torx <—Top Covel

Needle Screw

Figure 25 Open theSunshieldf Housing Type V)

3) Insert the memory card into the memory card slot.

15
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L

Figure 26 Insert the Memory CardType 1))

Memory Card Memory Card

DarkFighterX

Figure 27 Insert the Memory Car@Type 1V)

4) Slightly adjust the control screws for the laserading to the actual situation
L e

U Tilting Adjustment -
ToJ Screw

Figure 28 Adjust the LasefType Il1)

—_

16
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) @ \<

EccentricWhed

r\ Tilting Adjustme! Panning
\ Screw Fastening Screw
I
3
Figure 29 Adjust the LasefTypelV)
Notes:

., Panning AdjustmentLoosen thetwo panningfasteningscrews, rotate the
eccentric wheel to adjust thiaser spot in thénorizontal direction and fasten the
screws after adjusting.

, Tilt Adjustment Tighten or loosen thélting adjustment sciw to adjust the
positionof the laser spot in theerticaldirection.

Restore the housing and tighten the screws for waterproof.

Figure 210 Restore the Housin@ype Ill)

17
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Figure 211 Restore the Housin@lype 1V)

4. Connetthe corresponding cables and turn the power, the system wiltlo the

selftest automatically.

2.1.2Installing DY Xxx SerieslR Network Psitioning Systen{Type Il)
Steps:

1.

Install the IR module.

1) Align thescrew holen the IRbracket with the screw holes ahe housing as
shown inFigure 212. Insert and tighten the twd14*10 screws to secure the
bracket.

Figure 212 Secure the IR Bracket

2) Loosen and remove the screwn the top of IR module. Alighe screw holson
the IR modulewith the screw holeon the IRbracket and secure the IR module
to the IR bracket with the screws.

18
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Figure 213 Secure the IR Mode

3) Align the buckles to the screw holes the IRbracket and secure themith two
M4*10 saews.

Note:
The buckles are fixed with the cable by default.

Figure 214 Secure the Cables to IR Bracket

2. Route the cables of IR modules.
1) Pull out the twooriginalplugs from the housing.
2) Loosen the nuts on the watgroof cable plugs.
3) Rouethe IR module cables through the cable holes on the housing respectively.
4) Rotate the locking plug clockwise and tightly to the housing.

5) Insert the cables to the housing as much as possible, and fasten the-pvatsr
cable nuts with a wrench.

Locking Plug

Figure 215 Route the Cables

19
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3. Connect the cables of IR modules.

1) Loosen the toggles from the bolts on the downside of the housing and pull the
bolts outward from the housing.

2) Open the lid.

Figure 216 Open the Housing

3) Connect the cabketo the connectors on the housing respectively.

Figure 217 Connect theCables

4. Insert thememory cardnto the memory card slot as shownHkigure 218 and
Figure 219.

Figure 218 Install the Memory Card

20
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DarkFighterX

Memory Card

Figure 219 Install the Memory Car(DarkFighterX)

5. Restore the housing and tighten the screws for waterproof.

6. Fix thepositioningsystem. Refer t&tepl Fix thepositioning sygem. in section
2.1.1Installing DY9xxx Series Laser Network Positioning System (TypadIType
V).

7. Connect the corresponding cables and turn the poamrthe system will do the
selftest automatically.

2.1.3Installing DY Xxx SeriesNetwork Pitioning Systen(Type I)

Installation forDY %xxSeriesNetwork Paitioning Systen(Type 1) is similar to the
installation forDY9xxx Series IR Network Positioning System (Typelér tosection
2.1.2Installing DY %xx SeriedR Network Psitioning Systerm(Type 1)

2.2 Installing D¢ 7xxx Network Positioning System

There are two types of DY 7xxx series network positioning sy&¥ifxx SerietR
Network Paitioning Systen(Type I) andY &xx Seriedletwork Paitioning System
(Type 11)

Installation forDY7xxx series network positiogi systemis similar to the installation for
DY9xxx SeridsaseMetwork Positioning System (TyHé. Refer tosection2.1.1
Installing DY9xxx Series Laser Network Positioning System (TypadIType V.

2.3 Installing DY5xxx Network Positioning System

Make sure that there is enough spaceitgtallthe position system. Refer ®ection
1.1.1 Overview of DY5xx$erieNetwork Positioning Systerfor the dimensions.

21
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3 Setting thePositioningSystemover the
LAN

Notes:

You shall acknowledge that the use of the product with Internet access might be
under network security risks. For avoidarafeany network attacks and information
leakage, strengthen your own protection. If the product does not work properly,
contact with your dealer or the nearest service center.

To enswe the network security of theetwork positioning systemwe recommend

you to have thepositioningsystemassessed and maintained termly. You can contact
us if you need such service.

B

3.1 Wiring

To view and configure theetwork positioningsystemvia LAN (Local Area Network), you
need to connect thgositioningsystemin the samesubnet with your PC. Then, install
the SADP oatlientsoftware to search and change thedédressof networkpositioning
system

Connect thenetwork positioning system to network according fagure 31 andFigure

3-2.
1
' L) Network Cabl r. /
)

Network Positioning System Computer

Figure 31 Connecting Directly

e
- jor

\e% ' Mg

Ty
\\10‘\‘\ 7k
>

I iy
Ty

Network Positioning System Computer
Figure 32 Connecting via a Switch or a Router

3.2 Activating thePositioningSystem

Pupose:
You are required to activate th@ositioningsystemfirst by setting a strongassword for
it before you can use thpositioningsystem

22
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Activation viaweb browser, activation via SADBoftware andactivation viaclient
softwareare supportedWe will takeactivation viaweb browserand activation vicsADP
softwareas examplsto introduce thepositioningsystemactivation.

Note:

For thedetails of activation via client softwareefer to the user manual of the network
positioningsystem

3.2.1 Activation via Web Browser

Seps:

1. Power on the positioningystem Connect thgositioningsysem to your computer
or the switch/router which your computer connects to.

2. Input the IP address into the address bar of the \wewvser and enter the
activation interface.

Notes:
, Thedefault IP address of the positionisgstemis 192.168.1.64.
, The computer and the positioningystemshould belong to the same subnet.

, For thepositioningsystemenables the DHCP by default, you need to use the SADP
software to search the IP address.

User Name agmin

Password

Confirm

Figure 33 Activation Interfac€Web)

3. Create a password and input the password itte password field.

STRON®ASSWORRECOMMENDERVe highly recommend you create a|
strong passworaf your own choosing (using a minimum of 8 characters,
including upper case letters, lower case letters, numbers, and special
characters) in order to increashe security of your producind we
recommend you reset your password regula$gpeciallyin the highsecurity
system, resetting the password monthly or weekly can better protect you
product.

4. Confirm the password.

5. ClickOKto activate thepositioningsystemandenter the live view interface.

23
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3.2.2 Activation via SADP Software
SADP software is used for detecting the online device, activatinde¥iee and
resetting the password.

Get the SADP software from the supplied disk or the official website, atallithe
SADPRsoftwareaccording to the prompts.

Follow the step%o activate thepositioningsystem

Seps:

1. Run the SADSoftwareto search the online devices.

2. Check the device status from the device list, and selaéactive device.

0110 - | Device Type. | Security | WwiAddress | fort | Softwace Version | [P Gatewsy | WTTP fort | Device Serisl No.

~ 007 Inactive 192.168.1.64 |

- - - O e SRy
Select inactive device:

Input and confirm| e wee
password. e e

Figure 34 SADP Interface

Note:
The SADP software supports activating the positiosirggemin batch.Refer to the
user manual of SADP software for details.
3. Create a password and input the password in the password field, and confirm the
password
STRONGPASSWORRECOMMENDERVe highly recommend you create
strong passworaf your own choosing (using a minimum of 8 characters
including upper case letters, lower case letters, numbers, and special
characters) in order to increase the security of yoodpct And we
recommend you reset your password regula$gpeciallyin the highsecurity
system, resetting the password monthly or weekly can better protect your
product.
Note:
You can enable the H&onnect service for the device during activation eRés
section5.1 Enable HikConnect Service oroBitioning System
HikConnect service is not supported by certpositioningsystemmodels.
4. ClickActivateto save the password.

24
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Note:

You carcheckwhether the activation is completed on the popup winddiv.
adivation failed, make sure that the password meets the requirement anchiygin

3.3 Modifying the IP Address

Purpose:

To view and configure theetwork positioningsystemvia LAN (&cal Area Network), you
need to connect thgositioningsystemin the same subnet with your PC. Then, install
the SADRoftwareor client software to search and change theatRiressof network
positioningsystem We will take modifying the IBddress vicBADP software as an
example to introduce the IP addressdification

Note:

For IP address modification via client software, refer to the user manual of client
software.

Steps:
1. Run the SADP software.
2. Slect an active device.

3. Change the device BrIdresso the same subnet with your computer by either
modifying the IP address mariyaor checking thé&nable DHCPheckbox

I Medify Network Parameters

[ Enable DHCP
Enable Hik-Connect

Device Serial No.: | XX-XX000G006XX00000KKXXKXKK
1P Address: |102.168.1.64
Port:
Subnet Mask: |255,255.255.0
Gateway: |192.168.1.1
1Pv6 Address:
IPv6 Gateway:

1PV Prefix Length:

I

HTTP Port: |80

Security Verification

Admin Password:

|

Modify

Forgot Password

Figure 35 Modify the IP Address

2
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Note:

Youcanenable the HilkConnect service for the device during activatiBefer to
section5.1 Enable HikConnect Service oroBitioning System

HikConnect service is not supported by certpositioningsystemmodels.

. Input theadminpasswordand clickModify to activate your IP address mdidation.
The batch IP address modification is supported by SADP. Refer to the user manual of
SADP for details.

26
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4 Accessingia Web browser

System Requirement:

Operating SysteriMicrosoft Windows XP SP1 and above version/Vista/Win7/Server
2003Server 20082bits

CPU: Intel Pentium 1V 3.0 GHz or higher
RAM: 1G or higher
Display: 1024x768 resolution or higher
Web Browser: Internet Explor@:0 and above version, Apple Safari 5.02 abova
version, Mozilla Firefo& and above version and Google Chrd8rend doove version
Steps:
1. Open the web browser.
2. In the browser address bar, input the IP address of the netyositioning system
and enter the login interface.
Note:
The default IP address is 192.168.1.6du arececommendedo change the IP
address to theame subnet with your computer.
3. Input the user name and password
The admin user should configure the device accounts and user/operator
permissions properly. Delete the unnecessary accounts and user/operator
permissions.
Note:
The device IP address getsKed if the admin user perforev failed password
attempts (5 attempts for the user/operator).
4. ClickLogin.

11 | BT TR A S S

Figure 41 Login Interface

5. Install the plugin before viewing the live video and managing tregwork
positioning systemFollow the installation prompts tonistall the plugin.

Note:
You may have to close the web browser to finish the installation of theiplug

27



Network Positioning Syste# Quick Start Guide

Figure 42 Download Plugn

6. Reopen the web browser after the installation of the plngand repeaabove
step 2 to stept to login.
Note:
For detailed instrations of further configuration, refer to the user manual of
network positioning system

28
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5 Operatingvia Hik-Connect App

Purpose:
HikConnect is an application for mobile devicééth the App, you can view live
image of the positioning system, receive aftanotification and so on.

Note:
HikConnect service is not supported by certain positioning system models.

5.1 Enable HikConnect Service ondsitioning System

Purpose:

HikConnect service should be enabled on your positioning system before using the
service.

You can enable the service through SADP software or web browser.

5.1.1Enable HikConnect Service via SADP Software
Steps
1. Check theEnable HikConnectcheckbox on:

1) "Activate the Device" page during positioning system activation, refer to
section3.2.2Activation via SADP Software

2) Or "Modify Network Parameters" page durimpdifyinglP address, refer to
section3.3Modifying the IP Address

2. Create a verification code or change the verification code.
Tips.

To enable Hik-Connect service, you need to create a verification code or change the
verification code.

The Hik-Connect service will require internet access. Please read the “Terms of
Service'and_"Privacy Policy’ before enabling the service.

Figure 51 Verification Code Setting (SADP)

Note:

The verification code is required when you add fi@sitioning system to
HikConnect app.
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3. dick and ead "Terms of Service" and "Privacy Policy".
4. Confirm the settings.

5.1.2Enable HikConnect Service via Web Browser
Before you start:

You need to activatéhe positioning systenbefore enabling the service. Refer to
section3.2 Activating the PositioningSystem

Steps:

1. Access th@ositioning systenvia web browser. Refer t6hapter4 Accessingyia
Web browser.

2. Enter platform access configuration interface:
Configuration > Network > Advanced Settings > Platform Access

[ Enable

Platform Access Mode Hik-Connect v
Server IP dev hik-connect.com [ custom

Register Status Offline v

Vereaion Cose

6 to 12 letters (a to z, A to Z) or numbers (0 to 9), case sensitive. You are recommended to use

Figure 52 Platform Access Configuration (Web)

Select Platform Access Mode as-Biknnect.
Check theEnablecheckbox.
dick and read "Terms of Servicaid "Privacy Policy" in pegp window.

Qreate a verification code or change the verification code forgheitioning
system

Note:

The verification code is required when you add fi@sitioning systento
HikConnect app.

7. Save the settings.

IS

5.2 Hik-Connect Steip

Steps:

1. Download andinstalltheHBonnect app bGormreaactc’hiinmg
Store or Google PIay.

2. Launch the app and register for a Hiknnect user account.
3. Log in HilConnect app after registration.
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5.3 AddingPositioning Systemto Hik-Connect

Before you start:

You need tenable the HikConnect service opositioning systenbefore adding it to
your HikConnect accounRRefer tosection5.1 Enable HikConnect Service on
Positioning System

Steps:
1. Use a network cable to connect tipgsitioning systemwith a router if the
positioning systendoes not support WFi.
[

i |
|/ f-\:’;\\\P 1 __t
e Jl J &— \
Q\\\#i_i/_h::;et Access e % et
oo —cus

Figure 53 Connect a Router

Note:
, After thepositioning systentonnecs to the network, wait oneninute before
any operation orthe positioning systenusing HikConnect app.

., You can also connect the positioning system via optical interface.

2. Inthe HikConnectapp,tap +” o n idhtecornepapdhen scan the QR
code of thepositioning systento add thepositioning system
You can find the QR code on thesitioning systenor on the cover of thejuick
start guide of thepositioning systenin the package.

Figure 54 Scan QR Code

Note:
If the QR code is missing or too blur to be recognized, you can also add the
positioning systeny tapping the A icon andinputting the positioning systen's
serial number.

3. Input the verification code of yoyvositioning system
Notes:

., The required verification code is the code you create or change when you
enablingHik-Connect service opositioning syem.

, If you forget the verification codepw can check the current verification code
on Platform Accesgonfigurationpage via web browser.
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4. Follow the prompts to set thaetwork connectionand add thepositioning system
to your HikConnect account.

Note:
For detailed information, refer to the user manual of the-gidnnect app.

5.4 Initializing the Memory Card
Check the memory card status by tapping on 8terage Statum the Device Settings
interface.

If the memory card status displays as Uninitialized ttajmitialize it. The status will
then change to Normal. You can then start recording any event triggered video in the
positioning systensuch as motion detection.

32



‘ See Far, Go Further

ubD10187B



	1 Overview
	1.1 Introduction
	1.1.1 Overview of DY5xxx Series Network Positioning System
	1.1.2 Overview of DY7xxx Series Network Positioning System
	1.1.3 Overview of DY9xxx Series Network Positioning System

	1.2 Cable Descriptions
	1.3 Alarm Input/Output

	2  Installation
	2.1 Installing DY9xxx Network Positioning System
	2.1.1 Installing DY9xxx Series Laser Network Positioning System (Type III and Type IV)
	2.1.2 Installing DY9xxx Series IR Network Positioning System (Type II)
	2.1.3 Installing DY9xxx Series Network Positioning System (Type I)

	2.2 Installing DY7xxx Network Positioning System
	2.3 Installing DY5xxx Network Positioning System

	3  Setting the Positioning System over the LAN
	3.1 Wiring
	3.2 Activating the Positioning System
	3.2.1 Activation via Web Browser
	3.2.2 Activation via SADP Software

	3.3 Modifying the IP Address

	4 Accessing via Web browser
	5  Operating via Hik-Connect App
	5.1 Enable Hik-Connect Service on Positioning System
	5.1.1 Enable Hik-Connect Service via SADP Software
	5.1.2 Enable Hik-Connect Service via Web Browser

	5.2 Hik-Connect Setup
	5.3 Adding Positioning System to Hik-Connect
	5.4 Initializing the Memory Card


