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COPYRIGHEIT2017 Hangzhou Hikvision Digital Technology Co., Ltd.
ALL RIGHTS RESERVED.

Any and all information, including, among others, wordings, pictures, graphs are the
properties ofHangzhou Hikvision Digitdechnology Co., Ltdr its subsidiaries
(hereinafter referred to bex | A | @ Ahislugey/nganual (hereinafter referred to be
¢the Manuag) cannotbe reproduced, changed, translated, astiibuted, partially or
wholly, by any means, without the prior written permission d@f\sion Unless
otherwise stipulated, Hikvision does not make avarranties, guarantees or
representationsexpress or implied, regarding to the Manual

About this Manual

ThisManual is applicable tbletwork Speed Dome

The Manual includsinstructions br using and managing the produéictures, charts,
images and all other informatiomereinafter arefor description and explanatioanly.

The information contained in the Manual is subject to change, without notice, due to
firmware updates or other reasws. Please find the latest version in the company
website fittp://overseas.hikvision.com/en/

Please use this user manual under the guidance of professionals.

Trademarls Acknowledgement

Hil ==l and otherHikvison@trademarks and logos attke properiesof Hikvisionin
various jurisdictionsOther trademarks and logos mentioned below are the properties of
their respectiveowners

Legal Disclaimer

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THE P&RBEDT DE
WITH ITS HARDWARE, SOFTWARE AND FIRMWARE, IS BASNVADH ALL

FAULTS AND ERRORS, AIKMISION MAKES NO WARRANTIES, EXPRESS OR IMPLIEL
INCLUDING WITHOUT LIMITATMEBERCHANTABIL/BATISFACTORY QUALITY,
FITNESS FOR A PARTICULAR PURRDSIONNFRINGEMENT OF THIRD PARTY

NO EVENT WILL HIKVISION, ITS DIRECTORS, OFFICERS, EMPLOYEES, OR AGENT
LIABLE TO YOU FOR BRECIACONSEQUENTIAL, INCIDENTAL, OR INDIRECT
DAMAGESNCLUDIS, AMONG OTHERB\MAGES FOR LOSS OF BUSINESS PROFITS
BUSINESS INTERRUPTION, OR LOS$A6R DOCUMENTATIBNGONNECTION

WITH THEISEOF THIS PRODUEVEN IF HIKVISION HAS BEEN ADVISED OF THE
POSSIBILITY OF SUCH DAMAGES.

REGARDING TO THE PROMJTH INTERNET ACCESS, THE USE OF PRODUCT SHALI
WHOLLAT YOUR OWRISK. HIKVISION SHALL NOT TAKE ANY RESPONSIBILITES FC
ABNORMAL OPERATION, PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FF
CYBER ATTACK, HACKER AMIRUBNSPECTION, OR OTHER INTERNET SECURITY
RISKS; HOWEVER, HIKVISION WILL PROVIDEEQHEBUZAL SUPPORT IF REQUIRED.

SURVEILLANCE LAWS VARY BY JURISIRCEKSE CHECK ALL RELEVANT LAWS IN
YOUR JURISDICTION BEFORE USING THIS PRODUCT IN ORDER TO ENSURE THAT
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USE CONFORMS THE APPLICABLE LAW. HIKVISION SHALL NOT BE LIABLE IN THE
THAT THIS PRODUCT IS USED WITH ILLEGITIMATE PURPOSES.

IN THE EVENT OF ANY CONFLICTS BETWEEN THIS MANHEAPRNIABLE LAW,

THE LATER PREVAILS

0505111071127
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Regulatory Information
FCC Information

Please take attention thahanges or modification not expressly approved by the party
NBalLRyaAroftsS FT2NI O2YLX AlyOS O2dAf# R @2AR (K
FCC complianc&his equipment has been tested and found to comply with the limits
for a Class A digital dee, pursuant to part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference when the
equipment is operated in a commercial environment. This equipment generates, uses,
and can radiate radio frequency emyy and, if not installed and used in accordance with
the instruction manual, may cause harmful interference to radio communications.
Operation of this equipment in a residential area is likely to cause harmful interference
in which case the user will bequired to correct the interference at his own expense.
FCC Conditions

This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions:

1. This device may not cause harmful interference.

2. This device must accepny interference received, including interference tthaay
cause undesired operation

EU Conformity Statement

This product andif applicable- the supplied accessories too are marked

c E with "CE" and comply therefore with the applicable harmonized European
standards listed undethe EMC Directive 2DY30/EU, the RoHS Directive
201165EU

201219/EU(WEEE directive): Products marked with this symbol cannot be
E disposed of as unsorted municipal waste in the European Union. For proper
recycling, return this mrduct to your local supplier upon the purchase of
B cquivalent new equipment, or dispose of it at designated collection points.
For more information see: www.recyclethis.info.
200666/EC (battery directive): This product contains a battery that cannot
be dsposed of as unsorted municipal waste in the European Union. See the
product documentation for specific battery information. The battery is
marked with this symbol, which may include lettering to indicate cadmium
(Cd), lead (Pb), or mercury (Hg). For promeycling, return the battery to your supplier
or to a designated collection point. For more information sgemw.recyclethis.info
Industry Canada ICE®3 Compliance
This device meets the CAN IEE8)/NMB-3(A) standards requirements
Warning:
This is a class A product. In a domestic environment this product may cause radio
inter-ference in which case the user may be required to take adequate measures.
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Safety Instruction

These instructions are intended émsure that user can use the product correctly to

avoid danger or property loss.

The precaution measure is divided intéarningsand Cautions
Warnings:Neglecting any of the warnings may cause serious injury or death
Cautions:Neglecting any of the cawins may cause injury or equipment damage

A A

WarningsFollow CautionsFollow these
these safeguards tg precautions to prevent
prevent serious potential injury or
injury or death. material damage.

A Warnings

In the use of the product, you must lre strict compliance with the electrical safety
regulations of the nation and region.
Refer to technical specifications for detailed information.

Input voltage should meet both the SELV (Safety Extra Low Voltage) and the Limited
Power Source with 24AC 0112 VDC according to the IEC609b8tandard Refer to
technical specifications for detailed information.

Do not connect several devices to one power adapter as adapter overload may cause
over-heating or a fire hazard.

Make sure that the plug is firmly coacted to the power socket.

Make sure that the power has been disconnected before you wire, install or dismantle
the speed dome

When the product is mounted on wall or ceiling, the device shall be firmly fixed.

If smoke, odor or noise rise from the devitern off the power at once and unplug

the power cable, and then contact the service center.

If the product does not work properly, contact your dealer or the nearest service
center. Never attempt to disassemble tepeed domeyourself. (We shall not asme

any responsibility for problems caused by unauthorized repair or maintenance.)

A Cautions

If the speed domdails to synchronize local time with that of the network, you need
to set upspeed domdime manually. Visit thepeed domedvia web browser oclient
software) and enter system settings interface for time settings.

Make sure the power supply voltage is correct before usingstreed dome
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Do not drop thespeed domeor subject it to physidsshock and do not expose it to

high electromagnetism radtion. Avoid installation on vibrations surface or places
subject to shock (ignorance can causicedamage).

Do not touch senor modules with fingers. If cleaning is necessary, use clean cloth with
a bit ofethanoland wipe it gently. If thepeed domewill not be used for an extended
period, replace the lens cap to protect the sensor from dirt.

Do not aim thespeed domaeat the sun or extra bright places. Blooming or smearing
may occur otherwise (which is not a malfunction), and affect the enduranoensbs

at the same time.

The sensor may be burned out by a laser beam, so when any laser equipment is in
using, make sure that the surface of sensor will not be exposed to the laser beam.

Do not place thespeed domeén extremely hotcold, dusty or damp lcations, and do

not expose it to high electromagnetic radiation.

To avoid heat accumulation, good ventilation is required for operating environment.
Keep thespeed domeway from liquid while in use.

While in delivery, thespeed domeshall be packed ind original packing, or packing of

the same texture.

Improper use or replacement of the battery may result in hazard of explosion.
Replace with the same or equivalent type only. Dispose of used batteries according to
the instructions provided by the battgrmanufacturer.
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1 Overview

1.1 Speed Dome Overview

The network speed dome hdlsree types:
N4xxx Segs
N4xxA{ SerieqIR)
N5xx¥ SerieqIR)
Note:
The figures below are for reference ongfer to the actual productas the standard.

1.1.10vewiew of N4xxx SerieSpeed Dome

Figure 11 Overviewof Ndxxx SerieSpeed Dome



Network Speed Dom¥ Quick Start Guide

1.1.20vewiew of N4xxx Seies (IR)Speed Dome

Figure 12 Overviewof N4xx{ SerieIR)Speed Dome

1.1.30verview ofN5xxx Series(IR)Speed Dome

Figure 13 Overview of\5xx{ SerieIR)Speed Dome
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1.2 Cable Interfaces

The cable interfaces of the speddme are shown ifrigure 14. The cables are
distinguisted by different colors. Refer to the labels attached on the cables for
identification

Notes:
Thecablesvarydepending ordifferent speed domenodels
Makesure thespeeddomeis poweroff before you connect the cables

Power Cord

RS-485 Cable

Alarm Cable

Audio Cable

Video Cable

Network Cable [

Figure 14 Cable Interface
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2 Installation

Before you start:
Check the package contents amake sure that the device in the package is in good
condition and all the assembly parts are urdzd.
Notes:
Do not touch the bubble directly by hand. The image blurs otherwise.
Do not power thespeed domeup until the installation is finished.oTensure the
safety of personnel and equipmerdll the installation steps should be done with
power suppy off.
Do not drag the speed dome with its waterproof cables; otherwise the waterproof
performance is affected.

Figure 21 Do Not Drag the Cables

2.1 InstallingN4xxx SeriesSpeed Dome

2.1.1In-ceiling Mounting
Notes:
The heighof the spaceabovethe ceiling must be more than 250m.
The thickess of the ceiling must ran@m 5mmto 40mm.
The ceiling must bstrong enough to withstand more thaour times the weight of
the speeddomeandthe accessories

4
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Steps
1. Disassembl¢he speed dome.
1) Loo®n three screws ancemove the bubble.
2) Remove the protective lens cover, foaand sticker

Protective Sicker
Figure 22 Disassembl¢he Speed Dome

2. Install the memory card.

Figure 23 Memory Card Slot

3. Dirillscrewholes in the ceiling.

1) Attach the drill template to the ceiling where yaantto installthe speed
dome.

2) Cut a hole and drill screw holes according to the drill template.
Note:
+2 mm of thecirclediameter is tolerable.
4. Install the toggle bolts.
1) Remove the toggle from the toggl®lh.
2) Insert the bolts into the screw holes on tepeeddome as shown ifrigure 24.
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Figure 24 Toggle Bolt Holes

3) Rotate the bolts through the screw holes.
4) Install the togglebackas shown irFigure 25.

5. Install the speed dome to the ceiling.
1) Align the toggle bolts with the screw holes on the ceiling.
2) Push thespeeddome to the mounting hole on the ceiling
3) Rotate the bolts agai The toggle will automatically rotate down to secure the
speed dome to the ceiling.

Figure 26 Install the Speed Dome to the Ceiling
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4) Secure thébubble to thespeed domewith three screws as shown Figure 27.

Srews

Figure 27 Secure the Bubble

6. Route the cables through the ceiling.
7. Remove the protective film on the bubble after the installation is finished.

2.2 InstallingN4xxx Series(IR)Speed Dome

2.2.1Wall Mounting
Notes:

For cementwvall, you need tause the expansion screw to fix theacket The
mounting hole of the expansion pipe on the wall should align with the mounting
hole on thebracket

For woodenwall, you can just use the selpping screw to fix the bracket

Make sure that the wall igr@ngenough to withstand more thasighttimes the
weight of thespeeddome andthe accessories

Thebracketin Figure 29 is the recommendedbracketfor this series of speed dome,
and a pendent adapter is required if any otheacketis selected. The dimension of

pendant adapter is @1

B

Steps:

1. Install the memory card.
1) Loosen thdockscrews on the rear cover and remove the rear cover.
2) Align the memory card with the memory card slot and insert it.
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Memory Card Sot
Figure 28 Memory Card Slot

3) Install therear coverback and tighten the lock screws.

2. Instal the bracket
1) Get the bracket and screws from the packing boshaswvn inFigure 29.

Figure 29 Wall MountingBracke

2) Drillfour screw holes in the wall according to the hotesthe bracket and then
insertfour M8 expansion screwisito the mounting holes.

3) Attachthe gasket and théoradket to the wall by aligning the four screw holes on
the bradket with four expansiorscrewson the wall.

4) Securethe bradet with four hex nuts and washers.

Figure 210 Secure the Bracket

3. Install the speed dome to thieracket
1) Hook the two ends athe safety rope tathe speed dome and theracket
respectivelyas shown irFigure 211.

8
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Figure 211 Safety Rope

2) Route the cables through the bracket armhoect the correspondingables

3) Loosen the lock screws on theacket.

4) Align the speed dome withracketand rotate it to thebracke tightly.

5) Tightenthe two lock screws with the wrendb secure the speed dome and the
bracket.

Figure 212 Secure the Speed Dome

4. Remove the protective film on the bubble after the installation is finished.
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2.2.2In-ceiling Mounting
Note:

The fleightof the spaceabove the ceiling must be more than 260n.
The thickness of the ceiling must range from 5 mm to 40 mm.

The ceiling must bsetrong enough to withstand more thaour times the weight of
the speeddomeandthe accessories

Steps

1.

Installthe memory card.

Note:

Refer tostep 1in Section2.2.1Wall Mounting.
Drill screwholes in the ceiling.

1) Attach the drill tenplate to the ceiling where yowant to installthe speed
dome.

2) Cut a hole and drill screw holes according to the drill template.
Note:
1+2 mm of thecirclediameter is tolerable.

Route the cables through the ceiling for the speed dome.

Install the brackebn the speed dome.

1) Place thean-ceiling brackebn the speed domaccording to e direction of the
arrow shown inFigure 213.

2) Rotate and tighten thecrewson the bracket to fix the bracket with the speed
dome.

Three Srews

Figure 213 Install the Bracket

10
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5. Install the speed dome to the ceiling.
1) Align the toggle bolts with the screw holes on the ceiling.

2) Push thespeeddomeaccording to lhe direction of the arrovin Figure 214to
the mounting lole.
¥

L

Figure 214 Push to the Mounting Hole

3) Rotate thescrews clockwise and théoggle will rotate down to secure thepeed
dome to the ceilingFix the lock®n theceiling.

A 0l 4

Rotate the screws Fix the lockson the
clockwise ceiling
Figure 215 Install the Speed Dome to the Geg

6. Install the trim ring.

11
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Figure 216 Install the Trim Ring

7. Remove the protective film on the bubble after the installation is finished.

2.3 InstallingN5xxx Series(IR)Speed Dome

Notes:

Refer toSection2.2.1Wall Mounting for wall mounting steps foN5xxX sries(IR)
speed dome.

Refer toFigure 217 for memory card slot olN5xx{ (IR)seriesspeed dome.

Figure 217 Memory Card Slot
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