PRO SERIES CAMERAS
WITH COLORVU TECHNOLOGY
Now Enhanced by Live-Guard | AcuSense | 4K

ColorVu
24/7 Colourful Imaging

HIKVISION
hikvision.com/uk
With New ColorVu Network Cameras, You’ll Enjoy

Images shot by ColorVu camera were with supplementary light OFF

True Colour Information

- Accurate colour rendering
- Excellent performance in low-light environments

![Image对比]

Better Visual Experience

- Balanced brightness
- F1.0 super aperture and advanced sensor guarantee realistic rendering

![Image对比]

24/7 Colour Imaging with Target Classification

ColorVu cameras capture human and vehicle targets with vivid details, providing video coverage with more useful information.

* Conventional camera images shown were shot with IR on and ColorVu camera images without supplemental light.

![Image对比]
Combining Great Technologies for Great Image Quality and Usability

**Advanced Hardware**
- F1.0 super large aperture
- Advanced sensor

**Reliable Quality**
- Active alignment technology guarantees the focusing performance in the mass production of ultra high definition ColorVu products, realizing good quality control.

**Frontier ISP Technology**
- Precise colour rendition and image reproduction with frontier image signal processing algorithm

**Embedded Deep Learning Chip**
- Supports AcuSense algorithm with human/vehicle classifications

---

**Live-Guard**
for Deterring Intruders with Light & Sound

- White Light Strobe Alarm
- 10 built-in + 3 custom audio broadcasts
- One Key ‘Do Not Disturb’ Mode with Hik-Connect

---

**NVR**

**DS-7732NI-I4/24P**
32-Channel NVR with 4 HDDs
- Up to 32 video channels
- Decoding formats: supporting H.265/H.265+/H.264/H.264+/MPEG4
- Bandwidth: 320 Mbps incoming, 256 Mbps outgoing
- 16-ch 1080p decoding
- 2 HDMI, 1 VOA and 1 CVBS output
- eSATA by default
- 24 PoE ports
- 1.5U chassis

**DS-7732NI-I4/16P(B)**
32-Channel NVR with 4 HDDs
- Up to 32 video channels
- Decoding formats: supporting H.265/H.265+/H.264/H.264+/MPEG4
- Bandwidth: 256 Mbps incoming, 256 Mbps outgoing
- 16-ch 1080p decoding
- 2 HDMI, 1 VOA and 1 CVBS output
- eSATA by default
- 16 PoE ports with the 16P model (optional)
- 1.5U chassis

**DS-7716NI-I4/16P(B)**
16-Channel NVR with 4 HDDs
- Up to 16 video channels
- Decoding formats: supporting H.265/H.265+/H.264/H.264+/MPEG4
- Bandwidth: 160 Mbps incoming, 256 Mbps outgoing
- 16-ch 1080p decoding
- 2 HDMI, 1 VOA and 1 CVBS output
- eSATA by default
- 16 PoE ports with the 16P model (optional)
- 1.5U chassis

**DS-7616NI-I2(/16P)**
16-Channel NVR with 2 HDDs
- Up to 16 video channels
- Decoding formats: supporting H.265/H.265+/H.264/H.264+/MPEG4
- Bandwidth: 160 Mbps incoming, 256 Mbps outgoing
- 16-ch 1080p decoding
- 2 HDMI, 1 VOA and 1 CVBS output
- eSATA by default
- 16 PoE ports with the 16P model (optional)
- 1.5U chassis

---

**DS-7732NI-I4/24P**
32-Channel NVR with 4 HDDs
- Up to 32 video channels
- Decoding formats: supporting H.265/H.265+/H.264/H.264+/MPEG4
- Bandwidth: 320 Mbps incoming, 256 Mbps outgoing
- 16-ch 1080p decoding
- 2 HDMI, 1 VOA and 1 CVBS output
- eSATA by default
- 24 PoE ports
- 1.5U chassis

**Live-Guard**
for Deterring Intruders with Light & Sound

- White Light Strobe Alarm
- 10 built-in + 3 custom audio broadcasts
- One Key ‘Do Not Disturb’ Mode with Hik-Connect
COLORVU TECHNOLOGY
WITH
PRO SERIES CAMERAS
Now Enhanced by
Live-Guard      AcuSense    4K

Hikvision UK & Ireland
4 The Square, Stockey Park,
Uxbridge, UB11 1ET
T +44(0)1628 902 140
presales.uk@hikvision.com

More Cameras available online
hikvision.com/uk

AcuSense

AcuSense