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80 W Solar Panel80 W Solar Panel
360 WH Modular Battery360 WH Modular Battery

Solar-Powered Kit

• Total max. power consumption ≤30W

• To have a long battery life, recommend total average power 
consumption ≤10W

Hikvision provides solar-powered kits to enable video security in areas without cables 
and uses a wireless bridge to improve data transmission.

DC 12V Output

Also includes 2 interface adaptersPower

Power
Power information

*Supported models: DS-2XS6A87G1-LS/C36S80 and 
DS-2XS2T47G1-LDH/4G/C18S40

Device 1

Device 2

Durable Solar Power
Solar-Powered Kit Solar-Powered Security Camera System

Total solar panel 160 W, total battery 720 WH

Solar-Powered Kit Solar-Powered Security Camera System

Device
e.g. alarm/wireless bridge

DC 12V Output
+ adapter

RS 485

Solar panels 80 W, Battery 360 WH Solar panels 80 W, Battery 360 WH 

DC 12V. ≤12 W

DC 12V. 
≤30 W

Easy Solar DIY
Solar-Powered Kit Up To 2 Devices
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Solar-Powered KitSolar-Powered Kit



Applications

System Architecture

Product Showcase

Construction Sites Parking Lots Temporary Events & Sites Highways

Farming Forestry Industrial Applications Construction

Perimeter Protection Fire Detection
& Perimeter Protection

Low power consumption
thermal camera

Paranomic network 
cameras with ColorVu

2- & 3-Series Audible
Alarm Camera

Wireless
Bridge

Wireless
Bridge

Panoramic Monitoring

Model DS-2XS6K01-C36S80

RECOMMEND USAGE
• Solar-Powered Kit + up to 2 devices

• Solar-Powered Kit + Solar-Powered Security 
Camera System (6Axx)

BATTERY 360 WH (Modular Battery 90 WH *4)

SOLAR PANEL 80 WH

WORKING TEMPATURE -4° F (-20° C) — 131° F (55°C)

INTERFACE • Dual DC 12V Output

PROTECTION • IP66
• Stability against category 12 typhoons

Contact Your Sales Rep: 
Phone #:    Email: 
General Inquiries/Support: +1 (866) 200-6690 (U.S. and Canada)   |   +1 (909) 895-0400
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