
ALL NEW!  
SMART HYBRID LIGHT CAMERAS
ACUSENSE + SMART HYBRID LIGHT =
INTELLIGENT LIGHT, COLORFUL NIGHTS

V I D E O ,  S E C U R I T Y  &  B E Y O N D
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WHAT ARE 
SMART HYBRID LIGHT CAMERAS?

After the target leaves, white light  
turns off and IR turns on, maintaining a 

well-concealed security camera

When the target goes in and is detected, 
white light turns on to record colorful 

details, deterring trespassers and 
lighting the way

When there is no person  
or vehicle target, IR on, well concealed
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Smart hybrid light activates color images 
when a motion event has been detected

4MP

4 MP for high-quality  
imaging

Supports human and  
vehicle detection

Built-in microphone for real-time  
audio security
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*OFF Mode: All supplemental lights can be turned off
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WHY CHOOSE HIKVISION’S
SMART HYBRID LIGHT CAMERAS?

• Cost-effective, intelligent,   
high-performance cameras

• Improve monitoring agility with 
smart hybrid lighting

• Smart intelligence for various 
applications

User Challenges

Quickly and accurately be notified and record details in full 
color when a person or vehicle trigger an event

User Expectations

Get clear images with richer details for a better price

PRODUCT SHOWCASE

In certain applications, the white light will be continuous, 
which can be distracting or undesirable

Supplemental Light
• IR light: 98 feet (30 m)
• White light: 98 feet (30 m)
• Smart mode (by default)

Motion Detection 2.0
• Person/vehicle target classification

Sensor
• 4 MP: 1/3” Progressive Scan CMOS

Color
• 0.005 Lux @ (F1.6, AGC ON), B/W: 0 Lux with IR

Focal Length
• Fixed focal: 2.8/4mm

Wide Dynamic Range (WDR) 120 dB

Protection: IP67 Water and Dust Resistant

DS-2CD1043G2-LIUF
2.8mm and 4mm

DS-2CD1343G2-LIUF
2.8mm and 4mm

DS-2CD1143G2-LIUF
2.8mm and 4mm
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Contact Your Sales Rep: 
Phone #:    Email: 
General Inquiries/Support: +1 (866) 200-6690 (U.S. and Canada)   |   +1 (909) 895-0400
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