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Summary

Hik-Connect is a new service introduced by Hikvisiamich integrates thdynamicdomainname
Servicealongwith alarmpushnotification servicelt provides an easy way fdevicesto connect to the
Internet

Thisis an updatedhanualfor hik-connect v3.0.

For more configuration guide, please rdfethe user manual of Hi€omect.
Note

In order to improveyour user experience, wecommend you enable thE#PnP function in both your

router and devigeor configurePorts Forwarding manually in your router.

Discretion

User interface may not be identical to the instructions shown below dependimg mroduct, firmware
version However, the information and settings required to sefilpConnectservices are similar across

all supporting products.

Preparation

1. Users need topgrade device to proper firmware that suppblik-ConnectShare function.

2. Update thehik-connect app to v3.0.0 or above.
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How to add devices into Hik-Connect account

HIKVISION

Users can enabldik-Connectfunction viaHik-Connect APPwww.hik-connect.conweb porta] SADP

tool or iVMS-4200 client

Method 1: Add devices via Hik-Connect APP

Steps:

(1) OpenHik-Connect app iryour mobile

(2) Go toHome interface tap the icolll at the upperight corner

(3.1) Adding by Scanning QR Code

TapScan QR Code to enter the Scan QR Code interfageyoucan cIicku at the upperight

corner of the interface to extract QR code from local alddarmally, the QR code is on label,

which is on the back cover of the device.

(3.2) Manual Adding

Scan QR Code

How to get QR code?

T a Manual Addingt o ent er

t

he

Add Device

New Devi ce

Adding Type

Sarial Mo

interface


http://www.hik-connect.com/
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s Sel ect t he Hkddnhect Domhi;pe as
Il nput the device serial No. manual ly.

Ta@to search the device

(4) Click ‘Add’ to continue;
(5) Input device verificatiorrodeto finish, and theéddding Completed interfacewill pop up.

Adding Completed

Alias

Device
Dormtain
Mama

Port Mapping
Mads

Server Part
Murmiber

HTTP Part
Murmiber

Lisar Mama

Device
Password

Automatic

Finish

Skip

Note:

Ifyou v e

entered

t hi

s interface, -conhectoreessfully. Yyucan' v e

click Skip and go back to Home interface to watch the live view.

added

However, if you prefer a faster stream loading speed, you negxricports in your router in advance,

andcontinue to set the information below:

(6) Set the device alias and domain name

(7) Select the port mapping mode. You can select elodomatic or Manual;

Automatic: The client will adopt a device poatitomatically.

Manual: You should set the port information manually.

(8) Input the device user name and the device password;

(9) TapFinish to finish the operation.

Method 2: Add devices via www.hik-connect.conweb portal

Steps:

(1) Input www. hik-connect.coninto browser location bar;
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File Edit View Favorites Tools Help

(2) Login with your accountiser name and password

Welcome!

account/email

password

Forgot the Password?

Mo account? Register one now.

Register

(3) Go toDevice Management

Device Management Device Serial No. ¥ O Add

Device Management

Device Domain  Device Serial No. IP/Part No. Status Device Operation
testdevice2 421 522 60.186. filine
dstestdevice 49! 386 60.186 filine

Others’ Shared Devices

(3) Click Add; Input yourdeviceSerial no. then clickSearch.

Add Device

Device Serial No.: & 880 Search

Cancel

(4) When a connection is made to the device (it must be powered on and connectédtésrbt a pop
up shows the model amnfirms the S/NIf this is the desired devicelick ‘+' to continue;
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Add Device
Device Serial No.: | 65 790 Search

DS-7204HUHI-F1-N(65 7900

Cancel
(5) luput your deviceverification code, then clickAdd to finish.
Add Device
Device Serial No.: 68 880 Search
Werification Code: sessas

(6) A popup confirms success. Arile device nowis editableonthe Device Management page.

@ Device added successfully.

(7) Click on thelP address andPort No. of a connected devica new window pops up to login the

device Enterthe user name andpassword to login

N

Device Management Device Serial No. ¥ | Search by Device Serial No. © Add

Device Management

Device Domain  Device Serial No. IP/Port No. Status

» testdevice2 428 522 60.186.. Offline

T Sh;;JDmCES dstestdevice 491 386 60.186 Offline
536998987 536 987 211.14C Offline

ds2752f 650 192 115198 . Offline

BlzREasdicaes abcdefg 687 880 125119, | Online

4

Device Operation
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Note:
I f it can’t redirect to

y o uwww.Hileconnerteconwhile thee idevicel i ¢ ki ng

status is online, it means ports may not be properly configured for your device. In this case, please kindly

open ports MANUALLY in router instead of using UPnP to configure port forwarding. Then input the

correct ports number here.

Edit Device Information

*Device Domain:

Device Serial No.:

UPnP Mode:

abedefg

68 880

Select manual mode, and you should input the port No. from the device. To get the
port number. automatically, select auto mode

*Server Port Number:

*HTTP Port Number:

80

8090

Please tryhttp:// WAN IP: Port No. to testwhether port forwarding is successéiter port forwarding

manually.
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Appendix:

1. How to find device verification code?

(1) Try to find deviceverification codeon the label of thelevice

HIKVISION

Network Video Recorder J
Model: DS-7116NI-SN/P '

Serial No.: Eﬁ.

verification VCo |w-

IP:DC 48V 100W Max

(2) Try tofind thedeviceverification code on the local GUI of DVRs/NVRs.

Configuration

General Platform Access PPPOE DDNS NTP

# General

Hik-Connect
A Alarm PR A dev hik-c

—

LYSXPR

Offline

< Live View

& Exceptions

conneci.com

HIKVISION

Email NAT More Sellings

M Custom

(3) Try tofind the verification code in théeviceweb configurationinterfacefor both camera and

DVR/NVR.

FTP Email Platform Access HTTPS Q

=]
(¥ 5]

= e
£ [/ Enable 3}

Obs LA

Platform Access Mode Hik-Connect W

Server IP dev_hik-connect.com [1 Custom
Register Status Online b

Yerification Code sesene

6 to 12 letters or numbers, case sensitive.You are recommended touse a o
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2. How to configure Port Forwarding?

Before You Start:

Port forwarding should onlge used when the devices need to be accessed via the internet. To

ensure proper security configuration, please follow below points:

1. Minimize the port numbers exposed to the interRett forwarding should only be
configured when absolutely necessary. &ample, to use web service, only port 443
should be forwarded.

2. Avoid common ports and reconfigure them to customized ports. For example, port 80 is
commonly used for HTTP. User is recommended to change to a customized port on the
device other than port 80r the designated service, following TCIP/IP port rule-(1
65535).

Method 1: Configure Port Forwarding via UPnP

Steps:

( 1)o @onfiguration -> Advanced Configuration -> Network -> Generalt 0 correctly conf |
net wor k par anmaktee rsur ea cycoeusrani coldDeN sereer addessi S neca@ssary
this case

(2) A&pplytck continue.

Configuration

General  Access platform PPPOE DDNS NTP  Email NAT  More Seltings

# General
Working Mode Load Balance
<= Network 2
Select NIC bond0

A Alarm NIC Type 10M/100M/1000M Self-adaptive

& RS-232 Enable DHCP u

IPv4 Address 10 5 .8 .17 IPv6 Address 1 fe80::c62f:90fF .fead :566b/64

dLivelievy IPv4 Subnet ...  255.255 .255.0 IPV6 Address 2

A Exceptions IPv4 Default G... 10 .5 .8 .254 IPv6 Default G...

MAC Address c4:2f.90:a4.56.:6b

a& User
MTU(Bytes) 1500

Preferred DNS Server 88838

Alternate DNS Server

# Live View

(3) Go Menmu->Configuration->Network->NATt 0 c'EmaldeRUPnP’;

(4) Login router management interface via web and enable fiiPwi#on.
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Configuration
# General General Platform Access PPPOE  DDNS NTP Email NAT  More Settings
== Network >
Mapping Type Auto
4 Alarm Port Type External Port  External IP Address UPnP Status
HTTP Port 80 0.0.0.0 Inactive
© Live View
RTSP Port 554 0.0.0.0 Inactive
4 Exceptions Server Port 0.0.0.0 Inactive
HTTPS Port 0.0.0.0 Inactive
& User
Refresh
# Live View
Not e:

(IMhMapping Type

i Aute. ecommended as

(2) The (External)Port as well asExternal IP Address will be refreshed if alithe configurations are

correct. AndUPnP Status will be A

ctive.

Method 2: Configure Port Forwarding Manually

Steps:

(1)

net wor k
this case.

General Access

# General

A Alarm

Working Mode
Select NIC
NIC Type
. Enable DHCP
IPv4 Address
Live View IPv4 Subnet ...

IPv4 Default G...

Exceptions

MAC Address

& User
MTU(Bytes)

@omfiguration -> Advanced Configuration -> Network -> General t 0

p@r anraektee rsaur ea cycoewsrani coleDVEN sereer addyess i S

Configuration

platform  PPPOE DDNS NTP Emall NAT  More Seftings

Load Balance
bond0
10M/100M/1000M Self-adaptive
n
17

10 5 8 IPv6 Address 1 fe80::c62f.90ff-fead 566b/64

255,255,255 .0 IPv6 Address 2

10 .5 .8 .254 IPv6 Default G...
c4:21.90:a4:56:6b

1500

Preferred DNS Server 8888

Alternate DNS Sel

# Live View

(2)
(3)

Applytckont.i nu

Menu-tConfiguration->Network->More Settingst 0

rver

e

check t

he

correctly

ports you

necessary

n

conf

e e

r
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Configuration

General Platform Access PPPOE DDNS NTP  Emaill SNMP NAT  More Settings
K

# General

Alarm Host IP
<= Network >
Alarm Host Port

A Alarm Server P

% RS-232
Multicast IP

o Live View

(4) Login router management interface via web;
(5) Go toForwarding to open ports for device.

Status
Quick Setup
Network
Wireless 1D Service Ports IP Address Protocol Status Modify
- Advanced Settings — 1 80 192.168.1.23 ALL Enabled Modify Delete
18y 2 8000 192.168.1.23 ALL Enabled Wodify Delete
3 554 192.168.1.23 ALL Enabled Modify Delet
| / elele
Virtual Servers T ' naple LB VAREE
Port Triggering 4 8200 192.168.1.23 ALL Enabled Modify Delete
DMZ 5 a1 192 168.1.24 ALL Enabled Modify Delete
upnp B 8001 192.168.1.24 ALL Enabled Modify Delete
Security
- - 7 5555 192 168.1.24 ALL Enabled Modify Delete
Static Routing
IP & MAC Binding 8 8201 192 168.1.24 ALL Enabled Modify Delste

Dynamic DNS
— Maintenance —

Add New._ | [ Enable All | [ Disable All | [ Delete Al

System Tools

Note:

Theport forwarding interface abovs for TP-LINK router (TL-ER340G)which maybe distinct from
ot her intaface er ' s
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