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COPYRIGHET2015 Hangzhou Hikvision Digital Technology Co., Ltd.

ALL RIGHTS RESERVED.

Any and all information, including, among others, wordings, pictures, graghshar properties of
Hangzhou Hikvision Digitalechnology Co., Ltdor its subsidiaries(hereinafter referred to be
G A DATHi\ @sef dnanual (hereinafter referred to highe Manuag) cannot be reproduced,
changed, translated, oristributed, partialy or wholly, by any means, without the prior written
permission of HikvisianUnless otherwise stipulated, Hikvision does not make awgrranties,
guarantees or representationsxpress or implied, regarding to the Manual

About this Manual

This Manual ispplicable toE Seriedetwork Speed Dome.

The Manual includsinstructions for using and managing the produdttures, chartsimages and all
other informationhereinafter arefor description and explanationnly. The information contained in
the Manualis subject to change, without notice, due to firmware updates or other reasons. Please

find the latest version in the company websitgtp://overseas.hikvision.com/er)/

Please use this user manual undbe guidance of professionals.

Trademarls Acknowledgement

HIKVISION and other Hikvisiof trademarks and logos atiee properiesof Hikvisionin various

jurisdictions. Other trademarks and logos mentioned below are the properties of their respective

owners

LegalDisclaimer

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THE PRODUCT DESCRIBED, WITH ITS
HARDWARE, SOFTWARE AND FIRMWARE, IS PRE¥IBEDITH ALL FAULTS AND ERRORS, AND
HIKVISION MAKES NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING WITHDUT LIMITA
MERCHANTABILITBATISFACTORY QUALIFMNESS FOR A PARTICULAR PURRRNISE,
NONINFRINGEMENT OF THIRD PARITXO EVENT WILL HIKVISION, ITS DIRECTORS, OFFICERS,
EMPLOYEES, OR AGENTS BE LIABLE TO YOU FRECHYONSEQUENTIAL, INCIDENTAL, OR

INDIRECT DAMAGHSCLUDIS, AMONG OTHERSAMAGES FOR LOSS OF BUSINESS PROFITS,
BUSINESS INTERRUPTION, OR LORF PR DOCUMENTATIDNCONNECTION WITH THE

OF THIS PRODUEVEN IF HIKVISION HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.
REGABING TO THE PRODWATH INTERNET ACCESS, THE USE OF PRODUCT SHALL BE WHOLLY AT
YOUR OWRISK. HIKVISION SHALL NOT TAKE ANY RESPONSIBILITES FOR ABNORMAL OPERATION,
PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FROM CYBER ATTACK, NERGKER ATTACK,
INSPECDN, OR OTHER INTERNET SECURITY RISKS; HOWEVER, HIKVISION WILL PROVIDE TIMELY
TECHNICAL SUPPORT IF REQUIRED.

VURVEILLANCE LAWS VARY BY JURISDRIHASE CHECK ALL RELEVANT LAWS IN YOUR
JURISDICTION BEFORE USING THIS PRODUCT IN ORDER TO ENSURKSHKAONFOBRIS THE
APPLICABLE LAW. HIKVISION SHALL NOT BE LIABLE IN THE EVENT THAT THIS PRODUCT IS USED WITF
ILLEGITIMATE PURPOSES.
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IN THE EVENT OF ANY CONFLICTS BETWEEN THIS MANHBAPRIOABLE LAW, THE LATER
PREVAILS
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Regulatory Information

FCC Information

FCC complianc&his equipment has been tested and found to comply with the limits for a digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference when the equipment is operated in a commercial
environment. This equipment generates, uses, and can radiate radio frequency energy and, if not
installed and used in accordance with the instruction manual, may causduianterference to

radio communications. Operation of this equipment in a residential area is likely to cause harmful
interference in which case the user will be required to correct the interference at his own
expense.

FCC Conditions

This device compliasith part 15 of the FCC Rules. Operation is subject to the following two
conditions:

1. This device may not cause harmful interference.

2. This device must accept any interference received, including interference that may cause
undesired operation.

EU Cordrmity Statement

c E This product andif applicable- the supplied accessories too are marked with
"CE" and comply therefore with the applicable harmonized European standards
listed under the EMC Directive 2004/108/Ei@ RoHS Directive 201165EU

201219/EU(WEEE directive): Products marked with this symbol cannot be
disposed of as unsorted municipal waste in the European Union. For proper
recycling, return this product to your local supplier upon the purchase of
I equivalent new equipment, or disposé ibat designated collection points. For
more information seewww.recyclethis.info

200666/EC (battery directive): This product contains a battery that cannot be
disposed of as unsorted municipal wastehie European Union. See the product
documentation for specific battery information. The battery is marked with this
symbol, which may include lettering to indicate cadmium (Cd), lead (Pb), or
mercury (Hg). For proper recycling, return the battery to youyopdier or to a designated
collection point. For more information see: www.recyclethis.info.
Industry Canada ICH®3 Compliance
This device meets the CAN I1€EE8)/NMB-3(A) standards requirements
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Safety Instruction

These instructions are intended togure that the user can use the product correctlyatid
danger or property loss.

¢CKS LINBOIdziA2y YSIadaNBE A& RAGARSR Ayd2 W2 NyAy3a
Warnings Serious injury or death may be caused if any of these warnings are neglected.

Cautions Injury o equipment damage may be caused if any of these cautions are neglected.

A A

WarningsFollow these safeguards to preve| CautionsFollow these precautions to prevel
serious injury or death. potential injury or material damage.

A Warnings:

Please adopt th power adapter which can meet the safety extra low voltage (SENjard

The power consumption cannot be less than the required value.

Do not connect several devices to one power adapter as an adapter overload may cause
overheating and can be a fireahard.

When the product is installed on a wall or ceiling, thewice should be firmly fixed.

To reduce the risk of fire or electrical shock, do not exgbsdandoor usedproduct to rain or
moisture.

This installation should be made by a qualified serpeeson and should conform to dle

local codes.

Please install blackouts equipment into the power supply circuit for conversepply
interruption.

If the product does not work properly, please contact your dealer or the nearest service
center. Never #iempt to disassemble theproduct yourself. (We shall not assume any

responsibility for problems caused by unauthorized repaimaintenance.)
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A Cautions:

Make sure the power supply voltage is correct before usingptioduct

Do not drop theproduct or subject it to physical shockDo notinstall the product on
vibratory surface or places.

Do not expose it tdhighelectromagnetiaadiating environment

Do not aim the lens at the strong light such as sun or incandescent lamp. The strong light can
cause faal damage to theroduct

The sensor may be burned out by a laser beam, so when any laser equipment is being used,
make sure that the surface of the sensor not be exposed to the laser beam.

For working temperature, please refer to the specificativanualfor details

To avoid heat accumulation, good ventilation is requirecafproper operating environment.

While shipping, theroductshould be packed in its original packing

Please use the provided glove when open up pineduct cover Do not touchthe product

cover with fingersdirectly, because the acidic sweat of the fingers may erode the surface
coating of theproductcover.

Please use a soft and dry cloth when clean inside and outside surfacespbthet cover

Donot use alkaline detergents.

Improper use or replacement of the battery may result in hazard of exploBilmase use the

manufacturer recommended battery type.
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Chapter 10verview

1.1 System Requirement

System requiremet of web browser accessing is as follows:

Operating SystemMicrosoft Windows XP SP1 and above version / Vista / Win7 / Server 2003 /
Server 2008 32kst

CPUintel Pentium IV 3.0 GHz or higher

RAM:1G or higher

Display:1024x768 resolution or higher

Web Bowser: Internet ExploreB.0 and above versiompple Safa%.02 and above version

Mozilla Firefoxs and above versioand Google Chrom#8 and above versions

1.2 Functions

,‘, The functions vary depending on the models of speed dome.
. PTZ Limits
The dome ca be programmed to move within theTZ limitgleft/right, up/down).

ScanModes
The dome provides 5 scanodes:auto scan, tilt scan, frame scarandomscan and panorama
scan.

Presets
A preset is a predefined image positidthenthe preset is called, thelome will automatically
move to the defined positioriThe presets can be added, modified, deleted and called.

Label Display
The onscreen label of the preset title, azimuth/elevation, zoaiime and dome namecan be
displayed on the monitoThe displaysf time and speed dome hame can begrammed.

Auto Flips
In manual tracking mode, when a target object goes directly beneath the dtdmeyideo will
automatically flips 180 degrees in horizontal direction to maintain continuity of tracking. This
function can also be realized lauto mirror image depending on different camaemodels.
. Privacy Mask
This function allows you to block or mask certain area of a sden@revening the personal
privacy from recording or live viewing. masked area will move witpan and tilt functions and
automatically adjust in size as the lens zooms telephoto and wide.
, 3D Positioning
In the client software, se the left key of mouse to click on the desired position in the video
image and drag a rectangle area in the lowertrigihection, then the dome system will move the
position to the center and allow the rectangle area to zoom in. Use the left key of mouse to drag
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a rectangle area in the upper left direction to move the position to the center and alew
rectangle aread zoom out.

Proportional Pan/Tilt
Proportional pan/tilt automatically reduces or increases the pan and tilt spaedsrdingto the
amount of zoom. At telephoto zoom settings, the pan and tilt speeds will be skhaarat wide
zoom settings. This keepselimage from moving too fast on the view imagevhen there is a
large amount of zoom.
. Auto Focus
The auto focus enables the camera to focus automatitaligaintain clear video images.
. Day/Night Auto Switch
Thespeed domesleliver color images duringpe day. And as light diminishes at night, seed
domesswitchto night mode and deliver black and white images with high quality.

SlowShutter
In slow shutter mode, hte shutter speed will automatically slodown in low illumination
conditions to maintan clear video images by extending the exposure time. The feature €an b
enabledor disabled.
. Backlight Compensation (BLC)
If you focus on an object against strong backlight, the object will be too dark to be seen clearly.
The BLC (Backlight Compensati@mjction can compensate light to the object in the front to
make it clear, but this causes the ovexposure of thébackgroundvhere the light is strong.

Wide Dynamic Range (WDR)
The wide dynamic range (WDR) function helps the camera provide clear imageareder back
light circumstances. When there are both very bright and very dark areas simultaneously in the
field of view, WDR balances the brightness level of the whole image and provide clear images
with details.

[ e

‘ This feature varies depending on spedome models.

White Balance (WB)
White balance can remove the unrealistic color cadthite balance is the white rendition
function of the camera to adjust thecolor temperature according to the environment
automatically.

Patrol
A patrol is a memorizedesies ofpre-defined preset function.The scanning speed between two
presets and the dwell time at theresetare programmable.

Pattern
A pattern is a memorizeseries of pan, tilt, zoom, and preset functioBy default the focus and
iris are in auto staits during tle pattern is being memorized.

PowerOff Memory
The dome supports the poweff memorycapability with the predefinedesumetime. It allows
the dome to resume its previous position after power is restored.

Scheduledlask
A time task is a precdigured action that can be performed automatically at a specific date and
time. The programmable actions include: auto scan, random scan, pa®gbdttern 14, preset
1-8,frame scanpanorama scan, tilt scaday, night, reboot, PT adjustui Output,etc.
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Park Action
This feature allows the dome tstart a predefined action automatically after a period of
inactivity.
., Usa Management
The dome allowgou to edit userswith different levels of permissignn the admin login status
Multiple users are alloed to access and control the same network speed dome via network
simultaneously.

3DDigital Noise Reduction
Comparing with the general 2D digital noise reduction, the 3D digital noise reduction function
processes the noise between two frames besides pringsthe noise in one frame. The noise
will be much less and the video will be clearer.
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Chapter 2Network Connection

Before you start:
If you want to set thenetwork speed domeviaa LAN(Local Area Networkplease refer to
Section2.1.
If you want to set the networkpeed domeviaa WAN(Wide Area Network)please refer to
Section2.2.

2.1 Setting theNetwork Speed Domever the LAN

o
nore]

You shall acknowledge that the use of the product with Imé¢raccess might be under
network security risks. For avoidance of any network attacks and information leakage, please
strengthen your own protection. If the product does not work properly, please contact with
your dealer or the nearest service center.

To ensure the network security of the speed dome, we recommend you to have the speed
dome assessed and maintained termly. You can contact us if you need such service.
Purpose:

To view and configure thepeed domeviaa LAN, you need to connect the netwoskeed dome

in the same subnet with youromputer, andinstall the SADP arlient software to search and
change the IP dhe network speed dome

B

1 For the detailed introduction of SADP, please refer to Appendix 1.

2.1.1 Wiring over the LAN

The following figures shw the two ways of cable connection afnetwork speed domeand a
computer.

Purpose

To test the networkspeed domeyou can directly connect the netwospeed domeo the
computer with a network cable as shownHigure 21.

Réfer to the Figure 22 to set the networkspeed domeover the LANia a switch or a router

&

Figure 21 Connecting Directly

B

Network Cable| -

o
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Network Cable I~ Network Cable
— T Y _—
Seed Dome Switch or Router

Figure 22 Connecting via a Switch aRouter

2.1.2 Activating the Speedome

Pupose:

You are required to activate the speed dome first before you can use the speed dome.
Activation via Web Browser, Activation via SADP, and Activatiatiemsoftwareare supported

In the following sections, activation via web browser &8®ADP will be taken as examples. You
may refer to the user manual of the speed dome for the details of activation via client software.

E Activation via Web Browser

Seps:

1. Power on the speed dome, and connect the speed dome to the network.

2. Input the IP addresito the address bar of the webrowser, and click Enter to enter the
activation interface.

L
‘ The default IP address of the speed dome is 192.168.1.64.

English v

Activation

User Mame admin

Password

Confirm

OK

Figure 23 Activation Interface(Web)

3. Create a password and input the password into the password field.
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STRONGPASSWORBECOMMENDEDNe highly recommend you create a strong

A passwordof your own choosing (using a minimum of 8 characters, including upper
case letters, lower case letters, numbers, and special characters) in order to increase
the security of youproduct And we recommend you reset your password regularly,
especiallyin the highsecuritysystem, resetting the password monthly or weekly ¢an
better protect your product.

4. Confirm the password.

5. ClickOKto activate the speed dome arehter the live viewinterface.

E Activation via SADP Software

SADP software is used for detecting the online device, activatingleéliee and resetting the
password.

Get the SADP software from the supplied disk or the official website, and install the SADP
according to thgorompts.Follow the stepso activate the speed dome

Seps:

1. Run the SADS§bftwareto search the online devices.

2. Check the device status from the device list, and selratactive device.
®

® oniner

@ Total number of anline devices: 3 (=] Save as Excel & Refresh WModify Network Parameters

D Device Type IPv4Address  Security  Port Software Version IPv4 Gateway HTTP Port [P s 102168 L84,

001  XX2000OOOKK-X 192.168.1.64  Active 8000  Vxxxxbuild ooy 192.168.1.1  NiA FEE 2000

002 XXOO000OKXX  192.168.1.64  Inactive 8000  Vxxxbuildxooox — 192.168.1.1 80 e 255.255.255.0

003 XX0000000(( 192.168.1.64 Active 8000  Vxxxbulldxooox  192.168.1.1 80 IPv4 Gateway: WZ1CE T

IPv6 Address:

IPv6 Gateway:

IPv6 Prefix Length: 0

HTTP Part: 80

Device Serial No.: 00 XIC0OOK-XO000OO0,

Enable DHCP

Password Save

Device Activation

New Password:  esessess
Strong

Confirm Password: ssssssss

OK

Figure 24 SADP Interface

3. Create a password and input the password inphssword field, and confirm the password

A STRON®GASSWORRECOMMENDEMWe highly recommend you create a strong
passwordof your own choosing (using a minimum of 8 characters, including upper
case letters, lower case letters, numbers, and special dieasaén order to increase
the security of your producAnd we recommend you reset your password regularly,
especially in the high security system, resetting the password monthly or weekly can
better protect your product.
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4. ClickOKto save the password.

Yau can check whether the activation is completed on the popup windfoadivation failed,
please make sure that the password meets the requirementthad try again.

5. Change the device IP address to the same subnet with your computer by either modifying
the IP address manually or checking the checkbox of Enable DHCP.

Modify Network Parameters

IP Address:
Part:

Subnet Mask:
IPvd Gateway:
IPw6 Address:

IPvG Gateway:

P& Prefix Length:

HTTP Port:

Device Serial Mo

Enable DHCP

Password

192.168.1.64
8000
255.255.255.0

192.168.1.1

0

80

OO 300000

Save

Figure 25 Modify the IP Address

6. Input the passwordnd click theSavebutton to activate your IP address modification.

E Activation via Client Software

The client software is versatile video managemsuftware for multiple kinds of devices.
Get the client software from the supplied disk or the official website, and install the software
according to the prompts. Follow the steps to activate the camera

Steps:

1. Run the client software and the control pelnof the software pops up, as shown in the

figure below.
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n

iVMS-4200 admin &

'm View Tool Help

—
H=  Control Panel

Operation and Control

Tain View
e ntrolling PTZ
fur ity and sefting image

parameters.

E-map
ying, deleting, and basic
~ op s of E-map.

Maintenance and Management

uration of alarm, abnormal
s and linkage actions of the

ng schedule and

Device Management m Event Management = Rec
ces and I * L

ation
neral parameters

ng users and assigning

@ the permissions.

and backup local and

Figure 26 Control Panel

2. Click theDevice Managemenicon to enter the Device Management interface, as shown in
the figure below.

stem  View Tool Help & jvMs-4200 admin @ #f ¥5 162504 &4 - B x
== Control Panel i2  Device Management
Organization Device for Management (0}
_ Add Device Modif Delete Remate C... || VCA Alloca Activate Refresh Al Filter
Add New Device Type Nickname = |IP Device Serial No Security Met Status HDD Statu
Online Device (3) Refresh Every 155
Addto Client Add All Madify Netinfo Reset Password Activate Filter
P Device Type Firmware Version ¥ Security Server Port | Starttime Ac
192168164 HAXOOOOKNKAX V.x xbuild xeoooo Inactive 8000 2015-03-20 16:13:47 M
Encoding device: 10.16.1.222 HXXO0000C-XX Vax.xbuild xeoomx Active 8000 2015-03-20 10:27:51 Nc
DVR/DVSINVRAPC/IPD/VMS-4200
PCNVR/IVIMS-4200 EncodeCard 192.0.0.64 JHX0COO- XXX Vx xbuild seoooo Active 8000 2015-03-20 07:53:43 Me .
server .

@) & @ e woion Detection Alarm

Figure 27 Device Management Interface

3. Check the device status from the device listtl elect an inactive device.
4. Click theActivate button to pop up the Activation interface.
5. Create a password and input the password in the password field, and confirm the password.
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& STRON®ASSWORBECOMMENDEDMWe highly recommend you create a strofg

password of your own choosing (using a minimum of 8 characters, including Jpper
case letters, lower case letters, numbers, and special characters) in order to in¢rease
the security of your producind we recommend you reset your password reguldrly,
especialf in the highsecuritysystem, resetting the password monthly or weekly dgan
better protect your product.

User Mame: admin

Password: T L

Strong

Valid password range [8-16]. You can
use a combination of numbers,
lowercase, uppercase and special
character for your password with at least
two kinds of them contained.

Confirm Mew Password: [uuuu| ]

Ok Cancel

Figure 28 Activation Interface

6. ClickOKbutton to start activation.
7. Click theModify Netinfo button to pop up the Network Parameter Modification interface, as
shown in the figure below.

Modify Network Parameter x

MAC Address: SO RO MO0 Copy

Software Version: o xbuild soooooc Copy

Device Serial Mo.. JOC-O0COOCCCOOCOOOCOCOOOCOOO Copy
DHCP

Port: 2000

~ IPv4(Enable)

IP address: 192.168.1.64

Subnet Mask: 255256 265.0

Gateway: 192.168.1.1
IPvG(Disable)

Password:

OK Cancel

Figure 29 Modifying the Network Parameters

8. Change the device IP address to the same subnet with your computer by either modifying
the IP address manually or checking the checkbox of Enable DHCP.
9. Input the password to activate your IP adds modification.
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2.2 Settingthe Network Speed Domever the WAN

Purpose:
This section explains how to connect the netwsgdeed dometo the WANwith a static IP or a
dynamic IP.

2.2.1 Static IP Connection

Before you start:

Please pply a static IP from arsP (Iternet Service Provider)Vith the static IP address, you can

connect the networlspeed domevia a router or connect it to the WAN directly.
Connecting the networlspeed domevia a router

Steps

1. Connect the networkpeed domedo the router.

2. Assign a LAN Heldress, the subnet mask and the gateway. Ref&eation2.1.2for detailed
IP address configuration of ttspeed dome

3. Save the static IP in the router.

4. Setport mapping E.g, 80, 8000and 554 portsThe steps for port mapng vary depending
on different routers. Please call the router manufacturer for assistance with port mapping.

b
‘ Refer to Appendix 2 for detailed information abqatrt mapping.
5. Visit the network speed domethrough a web browser othe client software over the

internet.
Network Network Network |-
Cable TS Cable Cable T
—_— e —_— — .
Seed Dome Router with Satic IP 5
PC\

Figure 210 Accessinghe Speed Domérough Router with Static IP

d ‘w

o

Connecting the network speed dome with static IP directly
Youcan alscsave the static I the speed dome andlirectly connectt to the internet withaut
using a routerRefer toSection2.1.2for detailed IP address configuration of tepeed dome
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Network Network |-

Gable -Gable

~

Figure 211 Accessinghe Speed Domwith Static IFDirectly

Speed Dome

2.2.2 Dynamic IP Connection

Before you start:
Please pply a dynamic IP from an LSRith the dynamic IP address, you can connect the network
speed domdo a modem or a router.

Connecting the networlspeed domevia a router

Steps

1. Connect the networkpeed domedo the router.

2. In the speed dome assign a LAN i&dress, the subnet mask and the gateway. Refer to
Section2.1.2for detailed LAN configuration.

3. Inthe router, set the PPPoE user name, password and confirm the password.

A\

For your privacy and to better protect your sysi@gainst security risks, we strongly
recommend thaseof strong passwords for all functions and network devices. The
password should be something of your own choosing (using a minimum of 8 characters,
including upper case letters, lower case letters, numaed special characters) in order

to increase the security of your product.

Proper configuration of all passwords and other security settings is the responsibility of
the installer and/or endiser.

4. Setport mapping.E.g. 80, 800&nd 554 portsThe stepgor port mapping vary depending on
different routers. Please call the router manufacturer for assistance with port mapping.
[Nore]

Refer to Appendix 2 for detailed information abqart mapping.

5. Apply a domain name from a domain name provider.

6. Configure the DNS settings in the setting interface of the router.

7. Visit thespeed domevia the applied domain name.

A
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Connecting the networlspeed domevia a modem

Purpose:

Thisspeed domesupports the PPPoE auto digh function. Thespeed domegets a public IP
address by ADSL diap after thespeed domds connected to a modem. You need to configure
the PPPoE parameters of the netwsgeed dome Refer to Section6.3.3 Configuring PPPoE
Settingsfor detailed configuration.

~—

—
Network MNetwork Internet . Netwark
Cable R Cable \ - ,) Cable

Modem il
Speed Dome Computer ==
Figure 212 Accessingthe Speed Domevith Dynamic IP
b
[Noe]

The obtained IP address is dynamically assigned via PPPoE, so the IP address always changes
after rebootingthe speed domeTo solve the inconvenience ttie dynamic IP, yomeed to

get a domain name from the DDNS providerg. DynDns.corPlease follow below steps for
normaldomainname resolution and private domain name resolution to solve the problem.

E Normal Domain Name Resolution

Domain Name
Resolution Server

PortMap
MNetwork ff ? Network Internet . Network
Cable 7 Cable \ — / Cable
I
Router with Dynamic IP Computer —

Speed Dome

Figure 213 Normal Domain Name Resolution

Steps:

1. Apply a domain hame from a domain name provider.

2. Configure the DDNS settings in tB®NS Settinginterface of the networkspeed dome
Refer toSection6.3.4Configuring DDNS Settindsr detailed configuration.

3. Visit thespeed domevia the applied domain name.

leno!

E Private Domain Name Resolution
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é PC+IP Server+ Static IP

|
PortMap Network Cable

Network = > 8 Network ( /,,;;t_\\ Network .
T Cable v Cable _ ) cable
’ Py
Router wit namic IP |
Speed Dome Dy Computer
Figure 214 Private Domain Name Resolution
Steps:

1. Install and run the IP Server software inamputerwith a static IP.

2. Access the networkpeed domehrough theLANwith aweb browser otthe client software.

3. Enable DDNS and seld&tServerasthe protocol type.Refer toSection6.3.4 Configuring
DDNS Settingfor detailed configuration

feno!
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Chapter 3Access tdhe Network
Speed Dome

3.1 Accessing bWeb Browses

Steps:

1. Open the web browser.

2. In the addresdield, input the IP address of the netwosgpeed domee.g., 192168.164 and
press theEnterkey to enter the login interface

3. Activate the speed dome for the first time using, refer to the secfoh?2 Activating the
Speeddome

4. Select English as the interface language on therigigt of logn interface.

5. Input the user name and passveband click Login

The admin user should configure the device accounts and user/operator permissions properly.
Delete the unnecessary accounts and user/operator permissions.
|

[Noe]

The device IP address gets locked & #admin user perform? failed password attempts (5
attempts for the user/operator).

HIKVISION English v

User Name

Password

Login

Figure 31 Login Interface

6. Installthe plugin before viewing the live video armperatingthe speed domePeasefollow
the installation prompts to instathe plugin.
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Live View Playback Log Configuration &, admin | ¥ Logout
= | [ SubStream Main Stream |Webcomponents X «

all the plug-in. Close the browser when

Figure 32 Downloal and InstalPlug-in

@) Setup - Web Components [ = ==

Setup has finished installing Web Components on your
computer.

Click Finish to exit Setup.

Figure 33 InstallPlug-in
g;_ﬁ
You may have talosethe web browser tanstall the plugin. Please reopen the web
browser and log in again aftérstallingthe plugin.

3.2 Accessing b¢lient Software

The product CD contains tlefient software.You canview the live video and manage tlspeed
domewith the client software

Follow the installationprompts to install the client software and WinPcakhe configuration
interfaceand live view interfacef client softwareare shownbelow.
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File System View Tool Help & ivms-4200 admin @ &gy 171201 @ - o x

- Z = Z
BE  Control Panel 5 mainview &5  Device Management

Operation and Control

deleting, and basic

Maintenance and Management

m Event Management I.j Record Schedule

Configuration of alarm, abnormal L recording schedule and
| parameters and linkage actions of the = related parameters
servers
unt Management == Log Search System Configuration
ing users and assigning F rch w and backup Configure general parameters
e ons oc emote log o2

Figure 34 iVMS4200Control Panel

View Tool Help A VMS-4200 admin @ B g4 171448 @ - B x

- ) = .
B8 Control Panel Eel main view i3 Device Management

= B Default View

L 1-screen
[ 9-Screen
[ 15-screen
-/ B Custom View
B8 zoom cam

B New View

Camera v
Search... P

= 'l zoom camera

PTZ Control

Figure 35iVMS4200Live View Interface

If you use third party VMS software, please contact technical supgfodur branch for
camera firmware.

For detailed information eout client softwareof our company please refer to the user
manual of thesoftware. This manual mainly introduces accessing to the network speed
dome by web browser.
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Chapter 4Live View

4.1 Live View Page

Purpose:
The live video page allows you to view live videpfuwee images, realize PTZ control, set/call
presesand configure video parameters.

Login the networkspeed domeo enter the live view page, or you can cli——="""___ on the
menu bar othe main page to enter the live view page.
Degriptions of the live view mge:
Menu Bar—| Live View Playback Log Configuration L 1 | X
) Show or hide PTZ
Live View =] control panel
Parameters oo
« © ° —PTZControl
)
Live View Window-
I [
Toolbar Preset/ Patrol/ Pattern
Figure 41 Live View Page
Menu Bar:

Click each tab torger Live View, Playback, Log armhfjuration page respectively.

Live View Window:

Display the lie video.

Toolbar:

Operationson the live view pagee.qg, live view, captte, record aulio on/off, two-way audio,
etc.

PTZ Control:

Panning, tiltingfocusingand zooming actions of thepeed dome The lighter, wiper, onetouch
focusandlens initializatiorcontrol.

Preset/patrol/pattern :

Set and call the presitatrol/pattern for the speed dome

Live ViewParameters:

Configure thémage size andtream typeof the live video.
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4.2 Starting Live View

In the live view window as shown frigure 42, click % on the toolbar to start theiVe view of

the speed dome

Figure 42 Start Live View

Table 41 Descriptiors of the Toolbar

Icon Description Icon Description
Manually capture the
/ Start/Stop lve view , y cap
pictures

Manualrecordingoff/on

Mute / Audioon and adjust
volume

Two-way audio off/on/

3Dpositioning

/

Enable / DisableRegional
Exposure

/

Enable / DisableRegional
Focus

=
‘ Before usingthe two-way audio or recording with audifunctions, please set the
Stream Typdo Video & Audioreferringto Section6.4.1 Confguring Video Settings

Fulkscreen Mode
You can doubkelick on the live video to switcthe current liveview into full-screenor returnto
normal modefrom the full-screen.

Regional Focus

- © Hikvi sion




















































































































































































































































